
Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

Íå ïåðåãðóæàéòå ñóìêè: ýòî ïðèâîäèò ê èõ äåôîðìàöèè 
è ðàñòÿæåíèþ. Ìàêñèìàëüíàÿ íàãðóçêà äîëæíà ñîîòâåòñòâîâàòü âèäó 

èçäåëèÿ è íå ïðåâûøàòü äîïóñòèìóþ íîðìó.  

Ïðàâèëà è óñëîâèÿ ýôôåêòèâíîãî è áåçîïàñíîãî èñïîëüçîâàíèÿ

Íîðìàëüíûìè óñëîâèÿìè ýêñïëóàòàöèè ñóìîê ÿâëÿåòñÿ:

Òåõíè÷åñêèå õàðàêòåðèñòèêè ñóìîê ïðèâåäåíû â òàáëèöå 1.

Èçáåãàéòå ïåðåïîëíåíèÿ èçäåëèÿ, òàê êàê ýòî ìîæåò ïðèâåñòè ê âûõîäó 
èç ñòðîÿ çàñòåæêè – ìîëíèè.

– òåìïåðàòóðà îêðóæàþùåé ñðåäû îò ìèíóñ 20 °Ñ äî ïëþñ 40 °Ñ;

Â êîìïëåêò ïîñòàâêè èçäåëèÿ âõîäÿò:

Òåõíè÷åñêèå äàííûå

Êîìïëåêòíîñòü  

Åñëè äëÿ ýêñïëóàòàöèè èçäåëèÿ êîíñòðóêöèåé ïðåäóñìîòðåíî 
îäíîâðåìåííîå èñïîëüçîâàíèå äâóõ ðó÷åê èëè ëÿìîê, òî ïðè íàãðóçêå áîëåå 
30 % îò ìàêñèìàëüíî äîïóñòèìîãî íåîáõîäèìî èñïîëüçîâàòü âñå ëÿìêè èëè 
ðó÷êè. Èçáåãàéòå ðåçêîãî ïîäíÿòèÿ (ðûâêîì) çà ðó÷êè (ëÿìêè) èçäåëèÿ ïðè 
íàãðóçêå áîëåå 50 % îò äîïóñòèìîãî.

×òîáû èçáåæàòü ïðîáëåì, ñâÿçàííûõ ñ çàñòåæêîé ìîëíèåé, íóæíî 
âî âðåìÿ îòêðûòèÿ/ çàêðûòèÿ èçäåëèÿ ïîäíèìàòü ñëåãêà çàìîê (èçáåãàÿ 
ïîïàäàíèÿ ïîä áåãóíîê òêàíåâîãî áîðòèêà èëè îáîäêà). 

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Ñóìêà ìîíòàæíèêà, ñóìêà-ïîÿñ, âêëàäûø ñåðèè ARMA2L 5 òîâàðíîãî 

çíàêà IEK (äàëåå – ñóìêè, èçäåëèÿ) ïðåäíàçíà÷åíû äëÿ õðàíåíèÿ 
è òðàíñïîðòèðîâêè ðó÷íîãî èíñòðóìåíòà.

– ìàêñèìàëüíàÿ îòíîñèòåëüíàÿ âëàæíîñòü âîçäóõà 80 % ïðè 
òåìïåðàòóðå 25 °Ñ.

– èçäåëèå – 1 øò.;

ÂÍÈÌÀÍÈÅ

– óïàêîâêà – 1 øò.
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Ñðîê ñëóæáû è ãàðàíòèè èçãîòîâèòåëÿ

ÇÀÏÐÅÙÀÅÒÑß

Õðàíåíèå ñóìîê íåîáõîäèìî îñóùåñòâëÿòü â óïàêîâêå èçãîòîâèòåëÿ 
â ïîìåùåíèÿõ ñ åñòåñòâåííîé âåíòèëÿöèåé, âíå âîçäåéñòâèÿ ïðÿìûõ 
ñîëíå÷íûõ ëó÷åé, ïðè òåìïåðàòóðå îò ìèíóñ 20 °Ñ äî ïëþñ  40 °Ñ 
è ìàêñèìàëüíîé îòíîñèòåëüíîé âëàæíîñòüþ 80 % ïðè òåìïåðàòóðå 25 °Ñ.

ïðåâûøàþùèå ðàçìåð êàðìàíîâ.

 Òðàíñïîðòèðîâàíèå ñóìîê îñóùåñòâëÿåòñÿ â óïàêîâêå èçãîòîâèòåëÿ 
ëþáûì âèäîì êðûòîãî òðàíñïîðòà, îáåñïå÷èâàþùèì ïðåäîõðàíåíèå 
èçäåëèé îò ìåõàíè÷åñêèõ ïîâðåæäåíèé, çàãðÿçíåíèÿ è ïîïàäàíèÿ âëàãè, 
ïðè òåìïåðàòóðå îò ìèíóñ 20 °Ñ äî ïëþñ 40 °Ñ.

Óòèëèçàöèÿ ñóìîê ïðîèçâîäèòñÿ â ñîîòâåòñòâèè ñ òðåáîâàíèÿìè 
çàêîíîäàòåëüñòâà ñòðàí ðåàëèçàöèè.

Êëàñòü âî âíóòðåííèå êàðìàíû è îòäåëåíèÿ ïðåäìåòû, 

 Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ

Ñðîê ñëóæáû èçäåëèÿ – íå ìåíåå 5 ëåò.

ARMA2L 5 INSTALLER'S KIT, BELT POUCH, TOOL PAD

 

Tool bag, tool backpack, tool pad of ARMA2L 5 series of IEK trademark 
(hereinafter – bags, product) are designed for storage and transportation 
of hand tools. 

Basic product data

Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè ñóìîê – 1 ãîä ñî äíÿ ïðîäàæè ïðè 
óñëîâèè ñîáëþäåíèÿ ïîòðåáèòåëåì ïðàâèë ýêñïëóàòàöèè, 
òðàíñïîðòèðîâàíèÿ è õðàíåíèÿ.

Normal operating conditions for bags are:

 

– maximum relative humidity of 80 % at 25 °C.

Technical Data
Technical specifications of the bags are shown in the table 1.

– ambient temperature from minus 20 °C to plus 40 °C;
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 Transportation, storage and disposal

Do not overload bags: this will cause them to deform and stretch. 
Maximum load must be appropriate to the type of product and not exceed 

the permissible rates.

FORBIDDEN

Bags are transported in the manufacturer's package by any type of covered 
transport that protects products from mechanical damage, contamination and 
moisture, at temperatures from minus 20 °Ñ to plus 40 °Ñ.

 The bags should be stored in the manufacturer's package in naturally 
ventilated rooms, out of direct sunlight, at a temperature of minus 20 °C 
to plus 40 °C and a maximum relative humidity of 80 % at 25 °C.

 Bags are disposed of in accordance with the legal requirements of the 
countries of sale.

and partitions.

Service life and manufacturer's warranty
The warranty period of the bags – 1 year from the date of sale, if the 

consumer observes the rules of operation, transportation and storage.

ATTENTION

Product life – at least 5 years.

Put objects larger than the size of the pockets into the inside pockets 

Completeness of set  
The product package includes:
– product – 1 pc.;
– package – 1 pc.

Rules and conditions for effective and safe use
If the product is designed to use two handles or straps at the same time, use 

all the handles or straps when the load exceeds 30 % of the maximum allowable 
load. Avoid sudden lifting (jerking) by the handles (straps) of the product when 
the load exceeds 50 % of the maximum allowable load.

To avoid problems with the zipper, you need to lift the lock slightly while 
opening/closing the product (avoiding getting under the zipper slider of the 
fabric edge or rim). 

Avoid overfilling the product, as this can cause the zipper malfunction.
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Òàáëèöà / Table 1

Íàèìåíîâàíèå / 
Denomination Order code

Àðòèêóë / Òåõíè÷åñêèå õàðàêòåðèñòèêè / Technical specifications

ARMA2L 5 
Ðþêçàê ìîíòàæíèêà 
ñ ðåçèíîâûì äíîì
BP-07 / 
Tool backpack with 
rubber bottom 

A2L5-BP11-07-
K02

– 3 âíåøíèõ êàðìàíà;
– íàëè÷èå ñêîáû äëÿ èçìåðèòåëüíîé ðóëåòêè;

– ìàòåðèàë: ïîëèýñòåð 1680D OXFORD ñíàðóæè, 600D OXFORD âíóòðè;

– ìàêñèìàëüíàÿ íàãðóçêà 20 êã;
– ìàññà íåòòî 1,65 êã. / 

– ãàáàðèòíûå ðàçìåðû: 370ґ200ґ480 ìì;

– íàëè÷èå ïðîðåçèíåííîãî äíà;

– presence of rubber bottom;
– 1 large partition;
– 3 outer pockets;
– availability of a bracket for a measuring tape;
– overall dimensions: 370ґ200ґ480 mm;
– maximum load 20 kg;
– net weight 1,65 kg.

– material: 1680D OXFORD polyester outside, 600D OXFORD inside;

– 1 áîëüøîå îòäåëåíèå;

Ñóìêà ìîíòàæíèêà 

Universal tool bag

ARMA2L 5

óíèâåðñàëüíàÿ BG-04 / 

A2L5-BG10-04-
K02

– maximum load 20 kg;

– net weight  2,05 kg.

– ìàòåðèàë ïîëèýñòåð 600D OXFORD ñíàðóæè è âíóòðè;
– 3 îòäåëåíèÿ ñ êàðìàíàìè;
– ìàêñèìàëüíàÿ íàãðóçêà 20 êã;
– ãàáàðèòíûå ðàçìåðû: 400ґ200ґ310 ìì;
– ìàññà íåòòî 2,05 êã. / 
– material 600D OXFORD polyester outside and in-side;
– 3 partitions with pockets;

– overall dimensions: 400ґ200ґ310 mm;

ñ ðåçèíîâûì äíîì 

Tool bag with rubber 
bottom 

ARMA2L 5 
Ñóìêà ìîíòàæíèêà 

BG-01 / 

A2L5-BG11-01-
K02

– ìàêñèìàëüíàÿ íàãðóçêà 20 êã;

– material 1680D OXFORD polyester outside and in-side;

– 1 large partition, 9 outer and 2 side pockets; 

– 1 áîëüøîå îòäåëåíèå, 9 íàðóæíûõ è 2 áîêîâûõ êàðìàíà; 

– ìàññà íåòòî 1,85 êã./ 

– íàëè÷èå ïðîðåçèíåííîãî äíà;

– presence of rubber bottom;

– ìàòåðèàë ïîëèýñòåð 1680D OXFORD ñíàðóæè è âíóòðè;

– maximum load 20 kg;
– overall dimensions: 420ґ220ґ310 mm;
– net weight 1,85 kg.

– ãàáàðèòíûå ðàçìåðû: 420ґ220ґ310 ìì;

BG-02 / 

ARMA2L 5 
Ñóìêà ìîíòàæíèêà 
ñ ïëàñòèêîâûì äíîì 

Tool bag with plastic 
bottom 

A2L5-BG12-02-
K02

– ìàòåðèàë ïîëèýñòåð 1680D OXFORD ñíàðóæè, 600D OXFORD âíóòðè;
– íàëè÷èå ïëàñòèêîâîãî âîäîçàùèòíîãî äíà;
– 1 áîëüøîå îòäåëåíèå, 7 íàðóæíûõ è 4 áîêîâûõ êàðìàíà;
– ãàáàðèòíûå ðàçìåðû: 420ґ240ґ270 ìì;

– material 1680D OXFORD polyester outside, 600D OXFORD inside;
– presence of plastic water-proof bottom; 

– ìàññà íåòòî 1,35 êã. / 

– net weight 1,35 kg.

– ìàêñèìàëüíàÿ íàãðóçêà 20 êã;

– overall dimensions: 420ґ240ґ270 mm;
– 1 large partition, 7 outer and 4 side pockets;

– maximum load 20 kg;
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Ïðîäîëæåíèå òàáëèöû / Continuation of table 1

Íàèìåíîâàíèå / 
Denomination

Àðòèêóë / 
Order code

Òåõíè÷åñêèå õàðàêòåðèñòèêè / Technical specifications

BG-03 / Tool bag with 
plastic bottom 

ARMA2L 5 
Ñóìêà ìîíòàæíèêà 
ñ ïëàñòèêîâûì äíîì 

A2L5-BG12-03-
K02

– ìàññà íåòòî 1,45 êã. / 

– net weight 1,45 kg.

– íàëè÷èå ïëàñòèêîâîãî âîäîçàùèòíîãî äíà;
– 1 áîëüøîå îòäåëåíèå, 6 íàðóæíûõ è 2 áîêîâûõ êàðìàíà;

– 1 large partition, 6 outer and 2 side pockets;

– maximum load 20 kg;
– overall dimensions: 420ґ240ґ270 mm;

– ìàòåðèàë ïîëèýñòåð 1680D OXFORD ñíàðóæè, 600D OXFORD âíóòðè;

– ìàêñèìàëüíàÿ íàãðóçêà 20 êã;

– presence of plastic water-proof bottom;

– ãàáàðèòíûå ðàçìåðû: 420ґ240ґ270 ìì;

– material 1680D OXFORD polyester outside, 600D OXFORD inside;

Ñóìêà ìîíòàæíèêà 
îòêðûòîãî òèïà BG-05 / 
Open type tool bag

ARMA2L 5 A2L5-BG30-05-
K02

– overall dimensions: 260ґ150ґ250 mm;

– 1 áîëüøîå îòäåëåíèå ñ 8 íàðóæíûìè áîêîâûìè êàðìàíàìè;

– ìàêñèìàëüíàÿ íàãðóçêà 7 êã;
– ìàññà íåòòî 0,5 êã. / 
– material 1680D OXFORD polyester outside, 600D OXFORD inside;
– presence of hard bottom with legs;
– 1 large partition  with  8 side outer pockets;

– íàëè÷èå æåñòêîãî äíà ñ íîæêàìè;

– ãàáàðèòíûå ðàçìåðû: 260ґ150ґ250 ìì;

– ìàòåðèàë ïîëèýñòåð 1680D OXFORD ñíàðóæè, 600D OXFORD âíóòðè;

– net weight 0,5 kg.
– maximum load  7 kg;

ARMA2L 5 
Ñóìêà-ïîÿñ ìîíòàæíèêà 
BB-06 / Tool pouch

A2L5-BB20-06-
K02

– íàëè÷èå ñêîáû äëÿ èçìåðèòåëüíîé ðóëåòêè;
– ãàáàðèòíûå ðàçìåðû: 1410ґ140ґ340 ìì;
– ìàêñèìàëüíàÿ íàãðóçêà 12 êã;

– material 1680D OXFORD polyester outside, 600D OXFORD inside;

– availability of a bracket for a measuring tape;
– overall dimensions: 1410ґ140ґ340 mm;

– 2 áîëüøèõ îòäåëåíèÿ ñ äîïîëíèòåëüíûìè êàðìàíàìè íà ðåìíå;
– ìàòåðèàë ïîëèýñòåð 1680D OXFORD ñíàðóæè, 600D OXFORD âíóòðè;

– ìàññà íåòòî 1,00 êã. / 

– net weight 1,00 kg.

– 2 large partitions with additional pockets on the belt;

– maximum load 12 kg;

ARMA2L 5 

BO-08 / Tool pad 

Âêëàäûø äëÿ 
èíñòðóìåíòà 

A2L5-BO10-08-
K02

– ìàòåðèàë ïîëèýñòåð 600D OXFORD;

– 24 êðåïåæíûõ ýëåìåíòîâ íà ðåçèíêå.

– íàëè÷èå ñêîáû äëÿ èçìåðèòåëüíîé ðóëåòêè;

– material 600D OXFORD polyester;
– ìàññà íåòòî 0,75 êã. / 

– 24 fasteners with rubber.
– ring to hang up;
– availability of a bracket for a measuring tape;

– íàëè÷èå êîëüöà äëÿ ïîäâåøèâàíèÿ;

– 12 pockets;

– 12 êàðìàíîâ;

– net weight  0,75 kg.

Èçäàíèå / Version 1
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