
ÕÎÌÓÒ ÊÀÁÅËÜÍÛÉ ÓÑÈËÅÍÍÛÉ ÒÈÏÀ Õêó

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè  

ýëåêòðîìîíòàæíûõ ðàáîò.

Ïðè ìîíòàæå õîìóòà ñâîáîäíûé êîíåö çàâîäèòñÿ â îòâåðñòèå çàìêà 
è çàòÿãèâàåòñÿ âîêðóã ñîåäèíÿåìûõ êàáåëåé. Óñòðîéñòâî çàìêà îáåñïå÷èâàåò 
ôèêñàöèþ õîìóòà â îïðåäåëåííîì ïîëîæåíèè áåç âîçìîæíîñòè îáðàòíîãî 
õîäà.

(äàëåå — õîìóò) ïðåäíàçíà÷åí äëÿ áàíäàæèðîâàíèÿ â ïó÷îê 

Õîìóòû ÷åðíîãî öâåòà ñòîéêè ê âîçäåéñòâèþ óëüòðàôèîëåòîâîãî 
èçëó÷åíèÿ.

Îñíîâíûå ðàçìåðû õîìóòà ïðèâåäåíû íà ðèñóíêå 1 è â òàáëèöå 2.

Ïî èñòå÷åíèè ñðîêà ñëóæáû èçäåëèå óòèëèçèðóåòñÿ.

Òåõíè÷åñêèå äàííûå õîìóòà ïðèâåäåíû â òàáëèöå 1.
Òåõíè÷åñêèå äàííûå

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

Ïðè âûáîðå èíûõ (äîïîëíèòåëüíûõ) îáëàñòåé ïðèìåíåíèÿ èçäåëèÿ, 
èñõîäÿ èç ýêñïëóàòàöèîííîé öåëåñîîáðàçíîñòè, íåîáõîäèìî ó÷èòûâàòü 
òðåáîâàíèÿ íàñòîÿùåãî äîêóìåíòà.

Ðàáîòû ïî ìîíòàæó õîìóòà äîëæíû âûïîëíÿòüñÿ ñ ñîáëþäåíèåì 
òðåáîâàíèé áåçîïàñíîñòè è îõðàíû òðóäà ïðè ïðîâåäåíèè ñòðîèòåëüíûõ 
è ýëåêòðîìîíòàæíûõ ðàáîò.

è êðåïëåíèÿ ïðîâîäîâ èëè êàáåëåé ïðè ïðîâåäåíèè 

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

Ðåêîìåíäóåìûé øàã óñòàíîâêè õîìóòà — 0,5 ì. Äëÿ ïîâûøåíèÿ 
íàäåæíîñòè äîïóñêàåòñÿ äóáëèðîâàòü õîìóò ÷åðåç íåñêîëüêî øàãîâ.

Õîìóò ñîîòâåòñòâóåò òðåáîâàíèÿì ÃÎÑÒ Ð ÌÝÊ 62275 (IEC 62275).

Ìåðû áåçîïàñíîñòè

Õîìóò êàáåëüíûé óñèëåííûé òèïà Õêó òîðãîâîãî çíàêà IEK 

Îáëàñòü ïðèìåíåíèÿ — ìîíòàæ ýëåêòðè÷åñêîé ïðîâîäêè íà îáúåêòàõ 
ãðàæäàíñêîãî è ïðîìûøëåííîãî ñòðîèòåëüñòâà.

Ðåêîìåíäóåòñÿ âñêðûâàòü óïàêîâêó õîìóòà íåïîñðåäñòâåííî ïåðåä 
íà÷àëîì ìîíòàæà. Â ñëó÷àå, åñëè äàëüíåéøåå èñïîëüçîâàíèå õîìóòà 
ïðåäïîëàãàåòñÿ ÷åðåç äëèòåëüíîå âðåìÿ, íåîáõîäèìî ãåðìåòè÷íî 
çàïå÷àòûâàòü âñêðûòóþ óïàêîâêó.

Õîìóò ÿâëÿåòñÿ íåðåìîíòîïðèãîäíûì èçäåëèåì è â ñëó÷àå ïîòîìêè 
ïîäëåæè óòèëèçàöèè.
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Technical data

Black clamps are UV-resistant.

Safety measures 

When selecting other (additional) applications of the products, based on 
operational feasibility, the requirements of this document should be taken into 
account.

When installing the clamp, the free end is inserted into the lock hole and 
tightened around the cables to be connected. The design of the lock provides 
fixation of the clamp in a certain position without the possibility of reverse 
movement.

Basic information about the product 
Reinforced cable clamp of Hku type of IEK trademark (hereinafter – 

the clamp) is designed for bundling and fixing wires or cables during the 
electrical installation works field of application – wiring installation in civil and 
industrial construction.

The clamp meets the requirements of IEC 62275.

Technical data of the clamp are given in table 1.

The main dimensions of the clamp are given in figure 1 and table 2.

Works on assembling the clamp should be carried out with observance of 
safety and labor protection requirements for construction and electrical 
installation works.

At the end of its service life, the product should be disposed of.

Installation and operation rules
It is recommended to open the product package just before installation. If 

further use of products is expected after a long time, it is necessary to 
hermetically seal the opened package.

The recommended installation pitch of the clamp is 0.5 m. To increase 
reliability, it is allowed to duplicate the clamp in several steps.

The clamp is a non-repairable product and should be disposed of in the 
event of breakage.
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Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Ìàòåðèàë õîìóòà / Clamp material Ïîëèàìèä / Polyamide 6.6

Ìàòåðèàë áëîêèðóþùåãî çóáà â çàìêå õîìóòà / Material 
of the locking tooth in the clamp lock

Íåðæàâåþùàÿ ñòàòü / Stainless steel

Öâåò / Color Áåëûé / White (RAL 9016)
×åðíûé / Black (RAL 9017)

Ïðåäåë ïðî÷íîñòü ïåòëè / Strength 
limit of the loop, N

Õêó/Hku 2,5ґL 80

Õêó/Hku 3,6ґL 180

Õêó/Hku 4,8ґL 220

Õêó/Hku 7,6ґL 550

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating temperature, °Ñ –40 … +50

Òåìïåðàòóðà ìîíòàæà / Mounting temperature, °Ñ –10 … +65

Ðåìîíòîïðèãîäíîñòü / Repairability Íåðåìîíòîïðèãîäåí / Non repairable

Êîìïëåêòíîñòü / Completeness of set Õîìóò – 100 øò. (â èíäèâèäóàëüíîé óïàêîâêå) / Clamp – 
100 pcs. (in individual package)

Ãîðþ÷åñòü / Combustibility Íå ðàñïðîñòðàíÿþùèé ãîðåíèå / Flame retardant

Òîêñè÷íîñòü / Toxicity Íå òîêñè÷åí / Non-toxic

Òðàíñïîðòèðîâàíèå / Transportation Â óïàêîâêå èçãîòîâèòåëÿ ëþáûì âèäîì êðûòîãî 
òðàíñïîðòà, ïðåäîõðàíÿþùèì èçäåëèå îò ãðÿçè, âëàãè, 
óäàðíûõ íàãðóçîê è óëüòðàôèîëåòîâîãî èçëó÷åíèÿ / In the 
manufacturer's package, by any type of covered transport 
that protects the product from dirt, moisture, UV radiation 
and shock loads

Òåìïåðàòóðà òðàíñïîðòèðîâàíèÿ/õðàíåíèÿ / 
Transportation/storage temperature, °Ñ

–40 … +50

Õðàíåíèå / Storage Â óïàêîâêå èçãîòîâèòåëÿ, â ïîìåùåíèè ñ åñòåñòâåííîé 
âåíòèëÿöèåé âîçäóõà, ïðåäîõðàíÿþùèì èçäåëèå îò 
óëüòðàôèîëåòîâîãî èçëó÷åíèÿ / In the manufacturer's 
package that protect the product from UV radiation, in 
naturally ventilated rooms

Óòèëèçàöèÿ / Disposal Â ñîîòâåòñòâèè ñ òðåáîâàíèÿìè çàêîíîäàòåëüñòâ 
íà òåððèòîðèè ðåàëèçàöèè / In accordance with the 
legislation in the territory of sale

Ãàðàíòèÿ (ñî äíÿ ïðîäàæè), ëåò / Warranty (from the date 
of sale), years*

1

Ñðîê ñëóæáû, ëåò / Service life, years** 5

* Ãàðàíòèÿ ñîõðàíÿåòñÿ ïðè ñîáëþäåíèè ïîêóïàòåëåì óñëîâèé òðàíñïîðòèðîâàíèÿ, õðàíåíèÿ, ìîíòàæà è 
ýêñïëóàòàöèè. / Warranty remains if operating, transportation, storage and installation rules are complied with.

** Ñî äíÿ ââîäà â ýêñïëóàòàöèþ. / From the date of commissioning.
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Òàáëèöà / Table 2

Íàèìåíîâàíèå / Denomination Ðàçìåðû / Dimensions, mm Äèàïàçîí äèàìåòðîâ çàêðåïëÿåìûõ 
ïó÷êîâ êàáåëåé / Diameter range of the 
cable bundles to be fixed

W L L1 s

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 2,5ґ100

2,5 100 63 1,0 4 ё 20

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 2,5ґ160

160 126 1,2 4 ё 40

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 2,5ґ200

200 163 4 ё 52

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 3,6ґ140

3,6 140 104 1,2 5 ё ÇÇ

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 3,6ґ200

200 163 5 ё 52

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 3,6ґ300

300 264 1,3 5 ё 84

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 3,6ґ370

370 333 1,4 5 ё 106

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 4,8ґ200

4,8 200 163 1,3 5 ё 52

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 4,8ґ250

250 204 5 ё 65

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 4,8ґ300

300 264 5 ё 84

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 4,8ґ370

370 333 1,4 5 ё 106

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 7,6ґ220

7,6 220 176 1,5 6 ё 56

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 7,6ґ300

300 264 6 ё 84

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 7,6ґ370

370 333 1,6 6 ё 106

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 7,6ґ460

460 425 6 ё 135

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 7,6ґ600

620 575 1,7 6 ё 183

Õîìóò óñèëåííûé Õêó / Reinforced 
cable clamp Hku 7,6ґ620

620 595 6 ё 190
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Ðèñóíîê / Figure 1

Èçäàíèå/Version 2
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