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Îáëàñòüþ ïðèìåíåíèÿ àäàïòåðà ÿâëÿåòñÿ âîçìîæíîñòü ïîäêëþ÷åíèÿ 
íà ðàçúåì Ñ13 âèëêó Schuko.

Îñíîâíûå òåõíè÷åñêèå äàííûå è íîìåíêëàòóðà èçäåëèé ïðèâåäåíû 
â òàáëèöàõ 1–7.

Êîìïëåêò ïîñòàâêè èçäåëèÿ óêàçàí â òàáëèöå 8.

ãèáêîãî êàáåëÿ, êîðïóñà ðîçåòêè èëè âèëêè.

Êîìïëåêòíîñòü

ÇÀÏÐÅÙÀÅÒÑß

Âíåøíèé âèä èçäåëèé ïðåäñòàâëåí íà ðèñóíêàõ 1–8.

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

ÊÀÁÅËÜ ÝËÅÊÒÐÎÏÈÒÀÍÈß È ÀÄÀÏÒÅÐ PDU

Îáëàñòüþ ïðèìåíåíèÿ êàáåëÿ ÿâëÿåòñÿ ïîäêëþ÷åíèå áëîêîâ 
ýëåêòðîïèòàíèÿ è ýëåêòðè÷åñêèõ ïðè¸ìíèêîâ (ïîòðåáèòåëåé), â òîì ÷èñëå 
â 19" òåëåêîììóíèêàöèîííûõ øêàôàõ è ñòîéêàõ. 

Ïîäêëþ÷àòü ê êàáåëþ íàãðóçêó, ïðåâûøàþùóþ äîïóñòèìóþ 
ìîùíîñòü ïî òàáëèöàì 1–7.

Èçäåëèÿ ïðåäíàçíà÷åíû äëÿ ïðèáîðîâ êëàññà çàùèòû I 
ïî ÃÎÑÒ Ð 58698.

Êàáåëü ïî òðåáîâàíèÿì áåçîïàñíîñòè ñîîòâåòñòâóåò òåõíè÷åñêèì 
ðåãëàìåíòàì ÒÐ ÒÑ 004/2011, ÒÐ ÅÀÝÑ 037/2016.

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

Êàáåëü ýëåêòðîïèòàíèÿ è àäàïòåð PDU òîâàðíîãî çíàêà IÒK (äàëåå – 
êàáåëü), ïðåäíàçíà÷åíû äëÿ ïîäêëþ÷åíèÿ îäíîôàçíûõ ýëåêòðè÷åñêèõ 
ïðè¸ìíèêîâ (ïîòðåáèòåëåé) ïåðåìåííîãî òîêà íàïðÿæåíèåì äî 250 Â 
÷àñòîòîé 50 Ãö.

Òåõíè÷åñêèå äàííûå

Ìåðû áåçîïàñíîñòè

Ýêñïëóàòèðîâàòü èçäåëèå ñ ìåõàíè÷åñêèìè ïîâðåæäåíèÿìè 

Ïîäêëþ÷àòü êàáåëü ê ïîâðåæä¸ííîé ðîçåòêå ýëåêòðîïðîâîäêè.
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Êàáåëü ýëåêòðîïèòàíèÿ (çà èñêëþ÷åíèåì êàáåëåé áåç ðàçúåìîâ) 
íå òðåáóåò ñïåöèàëüíîé ïîäãîòîâêè ê ýêñïëóàòàöèè, êðîìå âíåøíåãî 
îñìîòðà, ïîäòâåðæäàþùåãî îòñóòñòâèå âèäèìûõ ïîâðåæäåíèé ãèáêîãî 
êàáåëÿ, êîðïóñà ðîçåòêè èëè âèëêè.

Ïåðåä ïîäêëþ÷åíèåì êàáåëü áåç ðàçúåìà îêîíöîâûâàþò ñ ñîîòâåòñò-
âóþùåé âèëêîé áëîêà PDU.

Ïðè îáíàðóæåíèè íåèñïðàâíîñòè ïî èñòå÷åíèè ãàðàíòèéíîãî ñðîêà 
èçäåëèå óòèëèçèðîâàòü.

Õðàíåíèå êàáåëÿ ýëåêòðîïèòàíèÿ è àäàïòåðà PDU îñóùåñòâëÿåòñÿ 
â óïàêîâêå èçãîòîâèòåëÿ â çàêðûòûõ ïîìåùåíèÿõ ñ åñòåñòâåííîé 
âåíòèëÿöèåé è ïðè îòñóòñòâèè â âîçäóõå êèñëîòíûõ, ùåëî÷íûõ è äðóãèõ 
õèìè÷åñêè àêòèâíûõ ïðèìåñåé, ïðè òåìïåðàòóðå îêðóæàþùåãî âîçäóõà 
îò ìèíóñ 50 °Ñ äî ïëþñ 50 °Ñ è îòíîñèòåëüíîé âëàæíîñòè íå áîëåå 98 % 
ïðè 25 °Ñ.

Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

Ïîäêëþ÷åíèå êàáåëÿ (çà èñêëþ÷åíèåì êàáåëåé áåç ðàçúåìîâ) ïðîèç-
âîäèòñÿ ê ñîîòâåòñòâóþùåìó òèïó âèëêè áëîêà PDU èëè äðóãîãî 
ýëåêòðè÷åñêîãî ïðèåìíèêà. Ïîäêëþ÷åíèå êàáåëÿ ê ñåòè ïðîèçâîäèòñÿ 
íåïîñðåäñòâåííî ê áûòîâîé ñåòè 230 Â.

Ïåðåä ïîäêëþ÷åíèåì êàáåëü ïîëíîñòüþ ðàçìîòàòü.

Êàáåëü íå òðåáóåò ñïåöèàëüíîãî îáñëóæèâàíèÿ â ïðîöåññå 
ýêñïëóàòàöèè.

Êàáåëü ÿâëÿåòñÿ íåðåìîíòîïðèãîäíûì èçäåëèåì.

Òðàíñïîðòèðîâàíèå êàáåëÿ ýëåêòðîïèòàíèÿ è àäàïòåðà PDU 
äîïóñêàåòñÿ â óïàêîâêå èçãîòîâèòåëÿ ëþáûì âèäîì êðûòîãî òðàíñïîðòà, 
îáåñïå÷èâàþùèì çàùèòó îò ìåõàíè÷åñêèõ ïîâðåæäåíèé, çàãðÿçíåíèÿ 
è ïîïàäàíèÿ âëàãè, ïðè òåìïåðàòóðå îêðóæàþùåãî âîçäóõà îò ìèíóñ 50 °Ñ 
äî ïëþñ 50 °Ñ.

Óòèëèçàöèÿ êàáåëÿ ýëåêòðîïèòàíèÿ è àäàïòåðà PDU ïðîèçâîäèòñÿ 
ïóòåì ïåðåäà÷è îðãàíèçàöèÿì ïî ïåðåðàáîòêå âòîðñûðüÿ.

Ñðîê ñëóæáû è ãàðàíòèÿ ïðîèçâîäèòåëÿ
Ñðîê ñëóæáû – 10 ëåò.
Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè êàáåëÿ ýëåêòðîïèòàíèÿ è àäàïòåðà 

PDU – 1 ãîä ñî äíÿ ïðîäàæè ïðè óñëîâèè ñîáëþäåíèÿ ïîòðåáèòåëåì ïðàâèë 
ýêñïëóàòàöèè, òðàíñïîðòèðîâàíèÿ è õðàíåíèÿ.
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Passport 
PC.001.3

Basic product data
The power cable and PDU adapter of the IÒK trademark (hereinafter referred 

to as the cable) are designed to connect single-phase AC electric receivers 
(consumers) with voltage up to 250 V at 50 Hz.

POWER CABLE AND PDU ADAPTER

The application of the cable is the connection of power supply units and 
electrical receivers (consumers), including in 19" telecommunication cabinets 
and racks. 

The area of application of the adapter is the ability to connect the Schuko 
plug to the C13 connector.

IT IS FORBIDDEN

Installation and operation rules

To connect the cable to a damaged electrical socket.

Complete set

The products are designed for devices of protection class I according to 
IEC 61140.

The appearance of the products is shown in figures 1–8.

The product delivery set is shown in the table 8.

To connect a load that exceeds the permissible power according 

Basic technical data and nomenclature of the products are shown 
in tables 1–7.

To operate the product with mechanical damage of the flexible cable, 
socket or plug case.

The power supply cable (with the exception of cables without connectors) 
does not require any special preparation for operation, except an external 
inspection to confirm that there is no visible damage of the flexible cable, socket 

Safety precautions

Technical Data

to Tables 1–7 to the cable.

EN
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Warranty period of power cable operation and PDU adapter – 1 year from the 
date of sale, if the consumer observes the rules of operation, transportation and 
storage.

Service life and manufacturer's warranty

If malfunction is detected after the warranty period expires, the product 
should be disposed of.

The power cable and PDU adapter can be transported in the manufacturer's 
package by any type of covered transport providing protection from mechanical 
damage, contamination and moisture at ambient temperature from minus 50 °Ñ 
to plus 50 °Ñ.

The cable is a non-repairable product.

The cable connection (except for cables without connectors) is made to the 
appropriate type of plug of the PDU or other electrical receiver. The cable 
connection to the network is made directly to the 230 V domestic network.

Unwind the cable completely before connecting it.

Transportation, storage and disposal

The cable does not require special maintenance during operation.

or plug case.

The power cable and PDU adapter is stored in the manufacturer's package 
in closed premises with natural ventilation and absence of acidic, alkaline and 
other chemically active impurities in the air at ambient air temperature from 
minus 50 °Ñ to plus 50 °Ñ and relative humidity of no more than 98 % at 25 °Ñ.

Before connecting, the cable without connector is terminated with the 
corresponding plug of the PDU.

Disposal of the product is carried out by transferring it to recycling 
organizations.

Service life is 10 years.
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Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-C13N-1M PC-C13N-2M PC-C13N-3M

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, V 250

×àñòîòà òîêà, Ãö / Current frequency, Hz 50

Íîìèíàëüíûé òîê, À / Rated current, À 10

Ìàêñèìàëüíàÿ ìîùíîñòü íàãðóçêè, Âò / 
Maximum load power, W

2200

2Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî êàáåëÿ, ìì  / 
2Cross-section of flexible cable conductors, mm

3ґ1,5

Òèï ðàçúåìà / 
Connector type

Ðîçåòêà / Socket 2Ð+     10 À / 250 V~ Ñ13
ÃÎÑÒ 30851.1 (IEC 60320-1)

Âèëêà / Plug –

Äëèíà êàáåëÿ L, ì / Cable length L, m 1 2 3

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Òåìïåðàòóðà ýêñïëóàòàöèè, °Ñ / Operating 
temperature, °Ñ

Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ

Òàáëèöà / Table 2

Íàèìåíîâàíèå ïîêàçàòåëÿ / 
Parameter denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-
C13C1
4-2M

PC-
C13C1
4-3M

PC-
C13C1
4-5M

PC-
C13D-
1M

PC-
C13D-
2M

PC-
C13D-
3M

PC-
C13D-
5M

Íîìèíàëüíîå íàïðÿæåíèå, Â / 
Rated voltage, V

250 

×àñòîòà òîêà, Ãö / Current 
frequency, Hz

50

Íîìèíàëüíûé òîê, À / Rated 
current, À

10

Ìàêñèìàëüíàÿ ìîùíîñòü íàãðóçêè, 
Âò / Maximum load power, W

2200

Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî 
2êàáåëÿ, ìì  / Cross-section of flexible 

2cable conductors, mm

3ґ1,5
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Ïðîäîëæåíèå òàáëèöû / Continuation of table 2

Íàèìåíîâàíèå ïîêàçàòåëÿ / 
Parameter denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-
C13C1
4-2M

PC-
C13C1
4-3M

PC-
C13C1
4-5M

PC-
C13D-
1M

PC-
C13D-
2M

PC-
C13D-
3M

PC-
C13D-
5M

Òèï ðàçúåìà / 
Connector type

Ðîçåòêà / Socket 2P+    10 À / 250 V~ Ñ13
ÃÎÑÒ 30851.1 (IEC 60320-1) 

Âèëêà / Plug2P+ 2P+    10 À / 250 V~ Ñ14

(IEC 60320-1)
ÃÎÑÒ 30851.1 

2P+    16 À / 250 V~ IEC 60799

Äëèíà êàáåëÿ, ì / Cable length, m 2 3 5 1 2 3 5

ÃÎÑÒ 14254 (IEC 60529) / Degree 
Ñòåïåíü çàùèòû ïî 

of protection according to IEC 60529

IP20

Òåìïåðàòóðà ýêñïëóàòàöèè, °Ñ / 
Operating temperature, °Ñ

Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative 
humidity

Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ

Òàáëèöà / Table 3

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-C19D-1M PC-C19D-2M PC-C19D-3M

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, V 250 

×àñòîòà òîêà, Ãö / Current fre-quency, Hz 50

Íîìèíàëüíûé òîê, À / Rated current, À 16

Ìàêñèìàëüíàÿ ìîùíîñòü íà-ãðóçêè, Âò / 
Maximum load power, W

3500

2Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî êàáåëÿ, ìì  / 
2Cross-section of flexible cable conductors, mm

3ґ1,5

Òèï ðàçúåìà / Connector 
type

Ðîçåòêà / Socket 2P+    16 À / 250 V~ Ñ19
ÃÎÑÒ 30851.1 ( IEC 60320-1)

Âèëêà / Plug 2P+    16 À /  250 Â~ IEC 60799

Äëèíà êàáåëÿ, ì / Cable length, m 1 2 3

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Òèï ðàçúåìà / Connector type Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ



7

Òàáëèöà / Table 4

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-C19-1M PC-C19-2M PC-C19-3M

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, V 250

×àñòîòà òîêà, Ãö / Current frequency, Hz 50

Íîìèíàëüíûé òîê, À / Rated current, À 16

Ìàêñèìàëüíàÿ ìîùíîñòü íàãðóçêè, Âò / 
Maximum load power, W

3500

2Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî êàáåëÿ, ìì  / 
2Cross-section of flexible cable conductors, mm

3ґ1,5

Òèï ðàçúåìà / 
Connector type

Ðîçåòêà / Socket 2P+    16 À / 250 V~ Ñ19
ÃÎÑÒ 30851.1 (IEC 60320-1)

Âèëêà / Plug –

Äëèíà êàáåëÿ, ì / Cable length, m 1 2 3

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Òèï ðàçúåìà / Connector type Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ

Òàáëèöà / Table 5

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-D-1M PC-D-2M PC-D-3M

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, V 250

×àñòîòà òîêà, Ãö / Current frequency, Hz 50

Íîìèíàëüíûé òîê, À / Rated current, À 16

Ìàêñèìàëüíàÿ ìîùíîñòü íàãðóçêè, Âò / 
Maximum load power, W

3500

2Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî êàáåëÿ, ìì  / 
2Cross-section of flexible cable conductors, mm

3ґ1,5

Òèï ðàçúåìà / 
Connector type

Ðîçåòêà / Socket –

Âèëêà / Plug 2P+    16 À /  250 V~ IEC 60799

Äëèíà êàáåëÿ, ì / Cable length, m 1 2 3

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Òèï ðàçúåìà / Connector type Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ
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Òàáëèöà / Table 6

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êàáåëÿ òèïà / Value for cable of type

PC-C19C20-1M PC-C19C20-2M PC-C19C20-3M

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, V 250

×àñòîòà òîêà, Ãö / Current frequency, Hz 50

Íîìèíàëüíûé òîê, À / Rated current, À 16

Ìàêñèìàëüíàÿ ìîùíîñòü íàãðóçêè, Âò / 
Maximum load power, W

3500

2Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî êàáåëÿ, ìì  / 
2Cross-section of flexible cable conductors, mm

3ґ1,5

Òèï ðàçúåìà / 
Connector type

Ðîçåòêà / Socket 2P+    16 À / 250 V~ Ñ19
ÃÎÑÒ 30851.1 (IEC 60320-1)

Âèëêà / Plug 2P+    16 À / 250 V~ Ñ20
ÃÎÑÒ 30851.1 (IEC 60320-1)

Äëèíà êàáåëÿ, ì / Cable length, m 1 2 3

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20

Òèï ðàçúåìà / Connector type Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ

Òàáëèöà / Table 7

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ àäàïòåðà òèïà / Value for adapter 
of type

PC-C14D-10CM

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, V 250

×àñòîòà òîêà, Ãö / Current frequency, Hz 50

Íîìèíàëüíûé òîê, À / Rated current, À 10

Ìàêñèìàëüíàÿ ìîùíîñòü íàãðóçêè, Âò / 
Maximum load power, W

2200

2Ñå÷åíèå ïðîâîäíèêîâ ãèáêîãî êàáåëÿ, ìì  / 
2Cross-section of flexible cable conductors, mm

3ґ1,5

Òèï ðàçúåìà / 
Connector type

Ðîçåòêà / Socket 2P+     16 À / 250 V~ IEC 60799

Âèëêà / Plug 2P+     10 À / 250 V~ Ñ14 
ÃÎÑÒ 30851.1 (IEC 60320-1)

Äëèíà êàáåëÿ, ì / Cable length, m 0,1
Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) / 
Degree of protection according to IEC 60529

IP20
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Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ àäàïòåðà òèïà / Value for adapter 
of type

PC-C14D-10CM

Òèï ðàçúåìà / Connector type Îò ïëþñ 10 äî ïëþñ 40 / From plus 10 to plus 40

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 95 % ïðè ïëþñ 25 °Ñ / Up to 95 % at plus 25 °Ñ

Ïðîäîëæåíèå òàáëèöû / Continuation of table 7

Òàáëèöà 8 – Êîìïëåêòíîñòü èçäåëèÿ / Table 8 – Completeness of product

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî, øò. / Quantity, pcs.

Èçäåëèå / Product 1

L

L

Ðèñóíîê 1 – PC-C13C14-2M, PC-C13C14-3M, PC-C13C14-5M / 
Figure 1 – PC-C13C14-2M, PC-C13C14-3M, PC-C13C14-5M

L

L

Ðèñóíîê 3 – PC-C19C20-1M, PC-C19C20-2M, PC-C19C20-3M / 
Figure 3 – PC-C19C20-1M, PC-C19C20-2M, PC-C19C20-3M

Ðèñóíîê 4 – PC-C13N-1M, PC-C13N-2M, PC-C13N-3M / 
Figure 4 – PC-C13N-1M, PC-C13N-2M, PC-C13N-3M

Ðèñóíîê 2 – PC-C13D-1M, PC-C13D-2M, PC-C13D-3M, PC-C13D-5M / 
Figure 2 – PC-C13D-1M, PC-C13D-2M, PC-C13D-3M, PC-C13D-5M 

L

Ðèñóíîê 5 – PC-C14D-10CM / Figure 5 – PC-C14D-10CM
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L

Ðèñóíîê 6 – PC-C19D-1M, PC-C19D-2M, PC-C19D-3M / Figure 6 – PC-C19D-1M, PC-C19D-2M, PC-C19D-3M

L

Ðèñóíîê 7 – PC-C19-1M, PC-C19-2M, PC-C19-3M / Figure 7 – PC-C19-1M, PC-C19-2M, PC-C19-3M

L

Ðèñóíîê 8 – PC-D-1M, PC-D-2M, PC-D-3M / Figure 8 – PC-D-1M, PC-D-2M, PC-D-3M

Èçäàíèå / Version 4


	Страница 1
	Страница 2
	Страница 3
	Страница 4
	Страница 5
	Страница 6
	Страница 7
	Страница 8
	Страница 9
	Страница 10

