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ÂÛÊËÞ×ÀÒÅËÜ-ÐÀÇÚÅÄÈÍÈÒÅËÜ 
ÂÍ88 MASTER 

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè
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Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Âûêëþ÷àòåëü-ðàçúåäèíèòåëü (âûêëþ÷àòåëü íàãðóçêè) 
ÂÍ88 MASTER ñåðèè KARAT òîâàðíîãî çíàêà IEK (äàëåå – 

âûêëþ÷àòåëü) ïðåäíàçíà÷åí äëÿ âêëþ÷åíèÿ, ïðîïóñêàíèÿ è 
îòêëþ÷åíèÿ ïåðåìåííîãî òîêà íàïðÿæåíèåì äî 400 Â ÷àñòîòîé 50 Ãö 
â óñòðîéñòâàõ ðàñïðåäåëåíèÿ ýëåêòðè÷åñêîé ýíåðãèè.

KAM-VNÕ1 Õ2- Õ3- ÕÕÕÕ4
Ñòðóêòóðà óñëîâíîãî îáîçíà÷åíèÿ àðòèêóëà ÂÍ88:

Âûêëþ÷àòåëü ñîîòâåòñòâóåò òðåáîâàíèÿì ÒÐ ÒÑ 004/2011, 
ÃÎÑÒ IEC 60947-3.

KA - ñåðèÿ: KARAT;

Õ3 – êîëè÷åñòâî ïîëþñîâ: 1 – 1 ïîëþñ; 2 – 2 ïîëþñà; 3 – 3 ïîëþñà; 
4 – 4 ïîëþñà;

Ïðèìåð çàïèñè òðåõïîëþñíîãî âûêëþ÷àòåëÿ-ðàçúåäèíèòåëÿ 
ÂÍ88 MASTER ñåðèè KARAT íà òîê 250 À: KAM-VN30-3-0250.

M - òèï: MASTER;

Õ2 – îáîçíà÷åíèå ìîäèôèêàöèè: 0 – áåç ìîäèôèêàöèè;

VN – íàèìåíîâàíèå: âûêëþ÷àòåëü-ðàçúåäèíèòåëü;

ÕÕÕÕ4 – íîìèíàëüíûé òîê, íàïðèìåð: 0125 – 125 À, 0250 – 250 À, 
0400 – 400 À, 0800 – 800 À.

Õ1 – îáîçíà÷åíèå ãàáàðèòà: 0 – 31 (äî 100 À); 1 – 32 (äî 125 À); 
2 – 33 (äî 160 À);  3 – 35 (äî 250 À); 4 – 37 (äî 400 À); 5 – 39 (äî 630 À); 
6 – 40 (äî 800 À); 7 – 43 (äî 1600 À);

Ìîíòàæ è ïóñê âûêëþ÷àòåëåé â ýêñïëóàòàöèþ äîëæíû 
îñóùåñòâëÿòüñÿ òîëüêî êâàëèôèöèðîâàííûì ýëåêòðîòåõíè÷åñêèì 
ïåðñîíàëîì, ïðîøåäøèì èíñòðóêòàæ ïî òåõíèêå áåçîïàñíîñòè, 
ñ ñîáëþäåíèåì ïðàâèë, óñòàíîâëåííûõ â íîðìàòèâíî-òåõíè÷åñêîé 
äîêóìåíòàöèè.

Âûêëþ÷àòåëü, êîòîðûé äî èñòå÷åíèÿ ñðîêà ãàðàíòèè îòðàáîòàë 
îáùåå êîëè÷åñòâî öèêëîâ âêëþ÷åíèÿ-îòêëþ÷åíèÿ çàìåíå èëè 
ðåìîíòó íå ïîäëåæèò.

The structure of the reference indication of the VN88 item:

trademark (hereinafter - the breaker) is designed to turn on, 
pass and turn off alternating current with voltage up to 400 V at a 
frequency 
of 50 Hz in electrical power distribution devices.

An example of recording a three-pole VN88 MASTER KARAT series 
switch-disconnector  for a current of 250 A: KAM-VN30-3-0250.

Ïðåòåíçèè ïî âûêëþ÷àòåëþ íå ïðèíèìàþòñÿ â ñëó÷àå 
èçìåíåíèÿ êîíñòðóêöèè ïîòðåáèòåëåì.

Õ2 – modification: 0 – no modifications;

KA – series: KARAT;

Ïðèñîåäèíåíèå âíåøíèõ ïðîâîäíèêîâ ñëåäóåò âûïîëíÿòü 
â ñîîòâåòñòâèè ñ òðåáîâàíèÿìè ÃÎÑÒ 10434.

VN88 MASTER KARAT series switch-disconnector of IEK 

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè 

Basic information about the product

Õ1 – indication of dimensions: 0 – 31 (up to 100 À); 1 – 32 (up to 125 À); 
2 – 33 (up to 160 À); 3 – 35 (up to 250 À); 4 – 37 (up to 400 À); 
5 – 39 (up to 630 À); 6 – 40 (up to 800 À); 7 – 43 (up to 1600 À);

Âûêëþ÷àòåëü óñòàíàâëèâàåòñÿ íà ìåòàëëè÷åñêîé ïàíåëè 
òîëùèíîé íå ìåíåå 1,5 ìì èëè èçîëÿöèîííîé ïàíåëè òîëùèíîé 
íå ìåíåå 6 ìì è çàêðåïëÿåòñÿ âèíòàìè, âõîäÿùèìè â êîìïëåêò 
ïîñòàâêè.

Õ3 – number of poles: 1 – 1 pole; 2 – 2 poles; 3 – 3 poles; 
4 – 4 poles;

KAM-VNÕ1 Õ2- Õ3- ÕÕÕÕ4

M – type: MASTER;

ÕÕÕÕ4 – rated current, example: 0125 – 125 À, 0250 – 250 À, 
0400 – 400 À, 0800 – 800 À.

VN – denomination: switch-disconnector;

No claims regarding the switchås that went though the customer's 
alteration in the design are accepted.

Installation and operation manual 
Installation and launch of the breakers into operation must be 

performed by a qualified electrical personnel that received a safety brief 
and in compliance with the rules, established by the regulating 
documentation.

The switch is installed on the metallic plate of at least 1.5 mm thick 
or the insulated panel of at least 6 mm thick and fixed with the screws, 
included in the set.

The switch that has completed the total number of on-off cycles 
before the expiration of the warranty period cannot be replaced or 
repaired.
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Òåõíè÷åñêèå äàííûå / Technical specifications

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå äëÿ âûêëþ÷àòåëÿ òèïà / Value for the 
breaker, type

ÂÍ88-32 / 
VN88-32

ÂÍ88-35 / 
VN88-35 

ÂÍ88-37 / 
VN88-37

ÂÍ88-40 / 
VN88-40

Íîìèíàëüíîå ðàáî÷åå íàïðÿæåíèå ïåðåìåííîãî 
òîêà ÷àñòîòîé 50 Ãö / Rated operating voltage of 
alternating current with a frequency of 50 Hz, Ue, V

400

×èñëî ïîëþñîâ / Number of poles 3, 4

Íîìèíàëüíûé òîê / Rated current, Ie, A 125 250 400 800

Óñëîâíûé òåïëîâîé òîê íà îòêðûòîì âîçäóõå / 
Conventional free air thermal current, Ith, À

125 250 400 800

Êàòåãîðèÿ ïðèìåíåíèÿ / Application category ÀÑ–22À

Íîìèíàëüíîå èìïóëüñíîå âûäåðæèâàåìîå 
íàïðÿæåíèå / Rated impulse withstand voltage, 
Uimp, V 

8000

Íîìèíàëüíîå íàïðÿæåíèå èçîëÿöèè / Rated 
insulation voltage, Ui, V

800

Íîìèíàëüíàÿ îòêëþ÷àþùàÿ ñïîñîáíîñòü / Rated 
breaking capacity

8Ie

Íîìèíàëüíàÿ âêëþ÷àþùàÿ ñïîñîáíîñòü â óñëîâèÿõ 
êîðîòêîãî çàìûêàíèÿ / Rated making capacity at short 
current, Icm, À

20Ie

Íîìèíàëüíûé êðàòêîâðåìåííî âûäåðæèâàåìûé 
òîê Icw â òå÷åíèå 0,05 ñ, êÀ

2 2,5 5 10

Ïðîäîëæåíèå òàáëèöû / Continuation of the table

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå äëÿ âûêëþ÷àòåëÿ òèïà / Value for the 
breaker type

ÂÍ88-32 / 
VN88-32

ÂÍ88-35 / 
VN88-35 

ÂÍ88-37 / 
VN88-37

ÂÍ88-40 / 
VN88-40

Ìåõàíè÷åñêàÿ èçíîñîñòîéêîñòü, öèêëîâ Â-Î / 
Mechanical wear resistance, On-Off cycles

8500 7000 4000 4000

Ýëåêòðè÷åñêàÿ èçíîñîñòîéêîñòü, öèêëîâ Â-Î / 
Electrical wear resistance, On-Off cycles

1500 1000 1000 1000

Ðàçìåð ðåçüáû êðåïåæíûõ ýëåìåíòîâ äëÿ 
ïðèñîåäèíåíèÿ âíåøíèõ ïðîâîäíèêîâ / Thread size 
of fixing accessories for connection of outer conductors

Ì8ґ20 Ì8ґ20 Ì10ґ30 Ì12ґ35

Ìîìåíò çàòÿæêè êðåïåæíûõ ýëåìåíòîâ 
äëÿ ïðèñîåäèíåíèÿ âíåøíèõ ïðîâîäíèêîâ / 
Torque of fixing accessories for connection of outer 
conductors, NЧm

10±1 12±1 28±1,5 28±1,5

Ñå÷åíèå ïðèñîåäèíÿåìûõ ïðîâîäíèêîâ / Connected 
2conductors cross section, mm

50 120 240 2ґ240

Êëèìàòè÷åñêîå èñïîëíåíèå è êàòåãîðèÿ 
ðàçìåùåíèÿ / Climatic and location categories

ÓÕË3 / NF3

temperature, °Ñ
Òåìïåðàòóðà ýêñïëóàòàöèè / Operation –60 … +40

Ñòåïåíü çàãðÿçíåíèÿ ïî ÃÎÑÒ IEC 60947-1 / Pollution 
degree IEC 60947-1

3

Ãðóïïà ìåõàíè÷åñêîãî èñïîëíåíèÿ ïî ÃÎÑÒ 17516.1 / 
Mechanical category

Ì3

Âûñîòà íàä óðîâíåì ìîðÿ / Base altitude, m Ј 2000

Îòíîñèòåëüíàÿ âëàæíîñòü âîçäóõà ïðè 20 °Ñ / 
Relative air humidity at temperature of 20 °Ñ, %

90

Ìàññà / Weight, kg 1,4 1,7 5,5 9,9

Òðàíñïîðòèðîâàíèå / Transportation Â óïàêîâêå èçãîòîâèòåëÿ, ëþáûì âèäîì 
êðûòîãî òðàíñïîðòà, ïðåäîõðàíÿþùèì 
èçäåëèå îò ãðÿçè, âëàãè è óäàðíûõ íàãðóçîê / 
In the manufacturer's package by any type of 
covered transport that protects the product from 
dirt, moisture and shock loads

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå äëÿ âûêëþ÷àòåëÿ òèïà / Value for the 
breaker type

ÂÍ88-32 / 
VN88-32

ÂÍ88-35 / 
VN88-35 

ÂÍ88-37 / 
VN88-37

ÂÍ88-40 / 
VN88-40

Õðàíåíèå / Storage Â óïàêîâêå èçãîòîâèòåëÿ, â ïîìåùåíèÿõ ñ 
åñòåñòâåííîé âåíòèëÿöèåé âîçäóõà / In the 
manufacturer's package in naturally ventilated 
rooms

Òåìïåðàòóðà õðàíåíèÿ/òðàíñïîðòèðîâàíèÿ / 
Storage/transportation temperature, °Ñ

-40 … +60

Óòèëèçàöèÿ / Disposal Â ñîîòâåòñòâèè ñ çàêîíîäàòåëüñòâîì íà 
òåððèòîðèè ðåàëèçàöèè / In accordance with 
the legislation in the territory of sale

Ñðîê ñëóæáû, ëåò / Service life, years** 15

Ãàðàíòèéíûé ñðîê (ñî äíÿ ïðîäàæè), ëåò / Warranty 
period (from the date of sale), years*

5

** Ñî äíÿ ââîäà â ýêñïëóàòàöèþ. Ïðåòåíçèè ïî âûêëþ÷àòåëþ ñ èñòåêøèì ñðîêîì ñëóæáû íå 
ïðèíèìàþòñÿ. / From the date of operation. No claims are accepted if the breaker is expired.

* Ïðè óñëîâèè ñîáëþäåíèÿ ïîòðåáèòåëåì ïðàâèë ýêñïëóàòàöèè, òðàíñïîðòèðîâàíèÿ è õðàíåíèÿ. / If 
operating, transportation and storage rules are complied with.

Êîìïëåêòíîñòü / Complete set

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî äëÿ âûêëþ÷àòåëÿ ñ íîìèíàëüíûì òîêîì, øò./ýêç. / 
Quantity for the breaker with rated current, pcs./cop.

125 À 250 À 400 À 800 À

Âûêëþ÷àòåëü íàãðóçêè / Load 
breaker

1 1 1 1

Ïàñïîðò / Passport 1 1 1 1

Ìåæôàçíûå ïåðåãîðîäêè / 
Interphase separators

4 4 4 4

Êîìïëåêò äëÿ êðåïëåíèÿ íà 
ìîíòàæíóþ ïàíåëü / Set for 
installation on a mounting plate

1 1 1 1

Ãàáàðèòíûå è óñòàíîâî÷íûå ðàçìåðû âûêëþ÷àòåëÿ / Overall and 
mounting dimensions of the breaker

Òèï âûêëþ÷àòåëÿ / 
Breaker type

Ðàçìåðû / Dimensions, mm 

L L1 L2 L3 W W1 W2 W3 H H1 Жd

ÂÍ88-32 / VN88-32 152 131 129 93 30 18 30 98,5 65 24 4,5

ÂÍ88-35 / VN88-35 165 146 126 107 35 23 35 100 68 25 4,5

ÂÍ88-37 / VN88-37 257 224 194 150 48 33 44 150 98,5 40 7

ÂÍ88-40 / VN88-40 280 243 243 210 70 45 70 155 103 41 7

Øàáëîí ðàçìåòêè 
ìîíòàæíîé ïàíåëè / 
Mounting panel layout
template Жd

4 отв./
hole

W2

W1

W

L
2L
1 L
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Н

L
3

W3

Òèï âûêëþ÷àòåëÿ / 
Breaker type

Óñòàíîâêà â ìåòàëëè÷åñêîì 
çàçåìëåííîì ùèòå / Installation 
in a metallic grounded plate

Óñòàíîâêà â èçîëèðîâàííîì 
ùèòå / Installation in an 
insulated plate

Í, mm D, mm

À, mm Â, mm Ñ, mm À, mm Â, mm Ñ, mm

ÂÍ88-32 / VN88-32 35 20 35 25 10 20 100 110

ÂÍ88-35 / VN88-35 45 25 45 35 10 25 160 120

ÂÍ88-37 / VN88-37 45 25 45 35 10 25 160 140

ÂÍ88-40 / VN88-40 50 25 50 45 10 25 200 210

á) Ìèíèìàëüíûå ðàññòîÿíèÿ óñòàíîâêè 
âûêëþ÷àòåëÿ â ùèòå/ Minimum distance of 
installation 

3 – Êàáåëüíûå íàêîíå÷íèêè / Ñàblå lugs 

1 – Íåèçîëèðîâàííîå ïðèñîåäèíåíèå/ Non insulated 
connection 
2 – Èçîëèðîâàííûé êàáåëü/ lnsulated ñàblå 

â) Ìèíèìàëüíûå ðàññòîÿíèÿ ìåæäó äâóìÿ âåðòèêàëüíî 
óñòàíîâëåííûìè âûêëþ÷àòåëÿìè/ Minimum distance 
Üetween two circuit of circuit breaker in the switchboard 

à) Ìèíèìàëüíûå ðàññòîÿíèÿ ìåæäó öåíòðàìè äâóõ ãîðèçîíòàëüíî óñràíîâëåííûõ âûêëþ÷àòåëåé / Minimum distance 
between lhe centers of two horizontally mounted switches 

D
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Ìèíèìàëüíûå ðàññòîÿíèÿ äëÿ óñòàíîâêè âûêëþ÷àòåëÿ / Minimum 
distance for installation of the breaker

Ïðîäîëæåíèå òàáëèöû / Continuation of the table

Èçäàíèå / Version 2
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