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ÀÊÑÅÑÑÓÀÐÛ ÄËß ÒÐÓÁ

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè
ET-TA00D.001.1

RU

– ñîåäèíåíèÿ òðóá îäèíàêîâîãî äèàìåòðà ìåæäó ñîáîé ïîä ïðîèçâîëüíûì óãëîì (ìóôòà òðóáà-òðóáà).

Íîðìàëüíûå óñëîâèÿ ýêñïëóàòàöèè:

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Àêñåññóàðû äëÿ òðóá ñåðèè ELASTA òîâàðíîãî çíàêà IEK (äàëåå – àêñåññóàðû) ïðåäíàçíà÷åíû äëÿ:
– çàêðåïëåíèÿ òðóá íà ïîâåðõíîñòè ëþáîãî òèïà (äåðæàòåëü ñ çàùåëêîé);
– äëÿ ïðèñîåäèíåíèÿ ãîôðèðîâàííîé òðóáû ê ðàñïðåäåëèòåëüíûì ùèòàì (ìóôòà ââîäíàÿ);
– äëÿ ïðèñîåäèíåíèÿ òðóáû ê ðàñïðåäåëèòåëüíûì ùèòàì ïîä ïðîèçâîëüíûì óãëîì (ìóôòà ãèáêàÿ 

òðóáà-êîðîáêà);

Àêñåññóàðû ïðåäíàçíà÷åíû äëÿ ñòàöèîíàðíîé ïðîêëàäêè âíóòðè ñòðîèòåëüíûõ êîíñòðóêöèé è íà èõ 
ïîâåðõíîñòè.

– îêðóæàþùàÿ ñðåäà íåâçðûâîîïàñíàÿ, íå ñîäåðæàùàÿ àãðåññèâíûõ ãàçîâ è ïàðîâ, ðàçðóøàþùèõ 
ïîëèìåðíûå ìàòåðèàëû.

– îòíîñèòåëüíàÿ âëàæíîñòü âîçäóõà – 75 % ïðè òåìïåðàòóðå 15 °C;

Òåõíè÷åñêèå äàííûå
Îñíîâíûå òåõíè÷åñêèå äàííûå ïðèâåäåíû â òàáëèöå 1.
Ãàáàðèòíûå è óñòàíîâî÷íûå ðàçìåðû àêñåññóàðîâ ïðèâåäåíû íà ðèñóíêàõ 1–7.

Êîìïëåêòíîñòü
Êîëè÷åñòâî èçäåëèé â ãðóïïîâîé óïàêîâêå óêàçàíî â òàáëèöå 2.

– äèàïàçîí ðàáî÷èõ òåìïåðàòóð: îò ìèíóñ 10 °C äî ïëþñ 60 °C;

Ìåðû áåçîïàñíîñòè
Âñå ðàáîòû ïî ìîíòàæó è òåõíè÷åñêîìó îáñëóæèâàíèþ àêñåññóàðîâ äîëæíû ïðîèçâîäèòüñÿ 

â îáåñòî÷åííîì ñîñòîÿíèè ýëåêòðè÷åñêîé ñåòè ñïåöèàëüíî îáó÷åííûì ïåðñîíàëîì ñ ñîáëþäåíèåì 
òðåáîâàíèé íîðìàòèâíî-òåõíè÷åñêîé äîêóìåíòàöèè â îáëàñòè ýëåêòðîòåõíèêè è ñòðîèòåëüñòâà.

Àêñåññóàðû íåðåìîíòîïðèãîäíû. Ïðè îáíàðóæåíèè íåèñïðàâíîñòè ïî èñòå÷åíèè ãàðàíòèéíîãî ñðîêà 
èçäåëèå óòèëèçèðîâàòü.

Ïðàâèëà ìîíòàæà

Êîëè÷åñòâî óïàêîâîê â òðàíñïîðòíîé óïàêîâêå óêàçàíî â òàáëèöå 3.

Òðàíñïîðòèðîâàíèå àêñåññóàðîâ îñóùåñòâëÿåòñÿ â óñëîâèÿõ Æ ïî ÃÎÑÒ 23216 ïðè òåìïåðàòóðå 
îò ìèíóñ 25 °C äî ïëþñ 60 °C.

Â òå÷åíèå âñåãî ñðîêà ýêñïëóàòàöèè äîëæíû ïðîèçâîäèòüñÿ ïåðèîäè÷åñêèå îñìîòðû àêñåññóàðîâ 
ñ öåëüþ âûÿâëåíèÿ ïîâðåæäåíèé, âîçíèêøèõ â ïðîöåññå ýêñïëóàòàöèè.

Обслуживание

Òðàíñïîðòèðîâàíèå, õðàíåíèÿ è óòèëèçàöèè

Ìîíòàæ àêñåññóàðîâ äîëæåí îñóùåñòâëÿòüñÿ òàêèì îáðàçîì, ÷òîáû èñêëþ÷àëîñü ñêîïëåíèå 
êîíäåíñàòà âíóòðè òðóáû, ïîïàäàíèå â òðóáó âîäû, ïûëè, ìàñëà è ò. ï.

Òåõíè÷åñêîå îáñëóæèâàíèå àêñåññóàðîâ âêëþ÷àåò â ñåáÿ ïðîâåðêó öåëîñòíîñòè êîðïóñà àêñåññóàðà 
è åãî ñîñòàâëÿþùèõ, íàä¸æíîñòü êðåïëåíèÿ ê ñòåíå è íà òðóáàõ.

Ìîíòàæ àêñåññóàðîâ äîëæåí ïðîèçâîäèòüñÿ ïðè òåìïåðàòóðå îò ìèíóñ 10 °C äî ïëþñ 60 °C.

Òðàíñïîðòèðîâàíèå àêñåññóàðîâ äîëæíî îñóùåñòâëÿòüñÿ â óïàêîâêå èçãîòîâèòåëÿ ëþáûì âèäîì 
êðûòîãî òðàíñïîðòà â ñîîòâåòñòâèè ñ ïðàâèëàìè, äåéñòâóþùèìè íà äàííîì âèäå òðàíñïîðòà.

Íå äîïóñêàåòñÿ âîçäåéñòâèå íà àêñåññóàðû àãðåññèâíûìè æèäêîñÿìè (êîíöåíòðèðîâàííûìè 
êèñëîòàìè, ùåëî÷àìè, ñëîæíûìè ýôèðàìè), à òàêæå îñòðûìè è òâåðäûìè ïðåäìåòàìè. Î÷èñòêó 
ïîâåðõíîñòè àêñåññóàðîâ ñëåäóåò ïðîèçâîäèòü âåòîøüþ èëè ìÿãêèìè ùåòêàìè ñ èñïîëüçîâàíèåì òåïëîãî 
ìûëüíîãî ðàñòâîðà.
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Ñðîê ñëóæáû è ãàðàíòèè èçãîòîâèòåëÿ 

Èçãîòîâèòåëü îñòàâëÿåò çà ñîáîé ïðàâî âíîñèòü â êîíñòðóêöèþ èçäåëèÿ èçìåíåíèÿ, íå óõóäøàþùèå 
åãî ýêñïëóàòàöèîííûå õàðàêòåðèñòèêè.

Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè – 1 ãîä ñî äíÿ ââîäà â ýêñïëóàòàöèþ ïðè ñîáëþäåíèè ïîòðåáèòåëåì 
óñëîâèé ýêñïëóàòàöèè, õðàíåíèÿ, òðàíñïîðòèðîâàíèÿ.

Ïðè òðàíñïîðòèðîâàíèè è õðàíåíèè èçäåëèÿ äîëæíû áûòü óëîæåíû íà äåðåâÿííûå ïîääîíû èëè ñóõèå 
è ðîâíûå ïîâåðõíîñòè. Ïîïàäàíèå ïîä øòàáåëü ïîñòîðîííèõ ïðåäìåòîâ, âîäû è ãîðþ÷å-ñìàçî÷íûõ 
ìàòåðèàëîâ íå äîïóñêàåòñÿ.

Â ïðîöåññå òðàíñïîðòèðîâàíèÿ è õðàíåíèÿ àêñåññóàðû íå äîëæíû ïîäâåðãàòüñÿ âîçäåéñòâèÿì 
÷ðåçìåðíûõ ìåõàíè÷åñêèõ íàãðóçîê, óäàðîâ, âîäû è ïðÿìîãî ñîëíå÷íîãî èçëó÷åíèÿ.

Èçãîòîâèòåëü âïðàâå ñíÿòü ñ ñåáÿ ãàðàíòèéíûå îáÿçàòåëüñòâà â ñëó÷àå ïîâðåæäåíèÿ èçäåëèÿ 
â ðåçóëüòàòå íàðóøåíèÿ ïðàâèë òðàíñïîðòèðîâàíèÿ, õðàíåíèÿ èëè ýêñïëóàòàöèè.

Õðàíåíèå óïàêîâàííûõ àêñåññóàðîâ äîëæíî îñóùåñòâëÿòüñÿ íà îòêðûòûõ ïëîùàäêàõ â ìàêðîêëèìà-
òè÷åñêèõ ðàéîíàõ ñ óìåðåííûì è õîëîäíûì êëèìàòîì ïðè òåìïåðàòóðå îò ìèíóñ 25 °C äî ïëþñ 60 °C.

Àêñåññóàðû íå ïîäëåæèò óòèëèçàöèè â êà÷åñòâå áûòîâûõ îòõîäîâ. Äëÿ óòèëèçàöèè ïåðåäàòü 
â ñïåöèàëèçèðîâàííîå ïðåäïðèÿòèå äëÿ ïåðåðàáîòêè âòîðè÷íîãî ñûðüÿ â ñîîòâåòñòâèè ñ çàêîíîäàòåëüñòâîì 
íà òåððèòîðèè ðåàëèçàöèè.

ACCESSORIES FOR CONDUITSEN

Accessories for conduits of ELASTA series of IEK trademark (hereinafter – accessories) are designed for:

Technical data

– fixing conduits on any type of surface (latched crimp holder);

Basic product data

– connecting corrugated conduits to switchboards ( lead-in sleeve);
– connecting conduits to switchboards at an arbitrary angle (flexible conduit-to-box coupling);
– connecting conduits of the same diameter with each other at an arbitrary angle (conduit-to-conduit 

coupling).
Accessories is designed for fixed laying inside building structures and on their surface.
Normal operating conditions:
– operating temperature range – from minus 10 °C to plus 60 °C;
– relative air humidity – 75 % at the temperature of plus 15 °C;
– non-explosive environment, free of aggressive gases and vapors that destroy polymer materials.

Main technical data are given in table 1.
Basic dimensions of the accessories are shown in figures 1–7.

Completeness of set
Quantity of products in a multiple package is shown in the table 2.

Safety precautions
All installation and maintenance works of the accessories should be carried out in de-energized state of the 

electric network by specially trained personnel in compliance with the requirements of reference documentation in 
the field of electrical engineering and building industry.

The accessories are not repairable. If a malfunction is detected after the warranty period expires, dispose of 
the product.

Quantity of packages in a transport package is shown in the table 3.
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Transportation of the accessories is carried out under at the temperature from minus 25 °C to plus 60 °C. 
Packaged accessories should be stored in open areas, in macroclimatic areas with moderate and cold climate at 
temperatures from minus 25 °C to plus 60 °C.

Transport, storage and disposal
Transportation of the accessories should be carried out in the manufacturer's package by any type of covered 

transport in accordance with the rules in force for this type of transport.

During transportation and storage, the accessories should be placed on wooden pallets or on dry and level 
surfaces. Getting under the stack of foreign objects, water and fuels and lubricants is not allowed. 

During transportation and storage, the accessories should not be exposed to excessive mechanical stress, 
shocks, water and direct sunlight.

The accessories should not be disposed of as household waste. For disposal, transfer the conduit to a 
specialized enterprise for the processing of secondary raw materials in accordance with the legislation in the 
territory of sale.

Installation rules
Accessories installations should be carried out at the temperature from minus 10 °C to plus 60 °C 
Accessories should be installed in such a way as to avoid condensation inside the conduit, ingress of water, 

dust, oil, etc. into the conduit. 
Do not expose the accessories to aggressive liquids (concentrated acids, alkalis, esters), as well as sharp and 

hard objects. The accessory surface should be cleaned with a rag or soft brushes using a warm soapy solution.
During the entire period of operation, periodic inspections of the accessories should be carried out in order to 

identify damages that have been occurred during operation.

Maintenance
Maintenance of accessories includes checking the integrity of the accessory case and its components, 

reliability of attachment to the wall and on the conduits.

The manufacturer has the right to refuse warranty obligations in the event of damage of the product because 
of violation of the rules of transportation, storage, installation or operation.

The warranty period of the accessories operation is 1 year from the date of commissioning, if the consumer 
observes the conditions of operation, storage, transportation.

Service life and manufacturer's warranties

The manufacturer reserves the right to make changes in the product design that do not impair its 
performance.

Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Öâåò / Color

Ñîñíà / Pine (RAL 1001); 

Ñåðûé / Gray (RAL 7035);
Áåëûé / White (RAL 9003);

Îðàíæåâûé / Orange (RAL 2004)

Äóá / Oak (RAL 8007);

Ìàòåðèàë / Material Äåðæàòåëü ñ çàù¸ëêîé – ïîëèïðîïèëåí (ÏÏ) / Latched crimp holder – polypropylene (PP);
Ìóôòà ââîäíàÿ – ïîëèïðîïèëåí (ÏÏ) / Lead-in sleeve – polypropylene (PP);
Ìóôòà ãèáêàÿ òðóáà-êîðîáêà – ïîëèïðîïèëåí (ÏÏ) è ïîëèâèíèëõëîðèä (ÏÂÕ) / Flexible conduit-to-box 
coupling – polypropylene (PP) and polyvinylchloride (PVC);
Ìóôòà ãèáêàÿ òðóáà-òðóáà – ïîëèïðîïèëåí (ÏÏ) è ïîëèâèíèëõëîðèä (ÏÂÕ) / Flexible conduit-to-conduit 
coupling – polypropylene (PP) and polyvinylchloride (PVC)

Òåìïåðàòóðà ìîíòàæà / Installation temperature, °Ñ Îò ìèíóñ 10 äî ïëþñ 60 / From minus 10 to plus 60 

Ñðîê ñëóæáû, ëåò / Service life, years 25
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Òàáëèöà / Table 2 – Ãðóïïîâàÿ óïàêîâêà / Multiple package

Òàáëèöà / Table 3 – Òðàíñïîðòíàÿ óïàêîâêà / Transport package

Íàèìåíîâàíèå àêñåññóàðà / Accessory denomination Êîëè÷åñòâî â óïàêîâêå, øò. / Qty.per package, pcs

Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder CF16 10

Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder CF20 10

Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder CF25 10

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN16 50

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN20 50

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN25 25

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN32 10

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP16 10

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP20 10

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP25 10

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP32 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP16 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP20 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP25 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP32 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP40 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP50 10

Íàèìåíîâàíèå àêñåññóàðà / Accessory denomination Êîëè÷åñòâî ãðóïïîâûõ óïàêîâîê, øò. / 
Qty.of multiple packages, pcs

Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder CF16 150

Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder CF20 140

Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder CF25 90

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN16 10

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN20 7

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN25 10

Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits MVN32 15

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP16 30

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP20 20

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP25 15

Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling BGP32 8

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP16 30

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP20 20

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP25 15

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP32 10

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP40 6

Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling MGP50 4
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Ðèñóíîê / Figure 1 – Äåðæàòåëü ñ çàù¸ëêîé / Latched crimp holder

Ðèñóíîê / Figure 2 – Ìóôòà ââîäíàÿ äëÿ ãîôðèðîâàííûõ òðóá / Lead-in sleeve for corrugated conduits

Ðèñóíîê / Figure 3 – Ìóôòà ãèáêàÿ òðóáà-êîðîáêà / Flexible conduit-to-box coupling

Òèï äåðæàòåëÿ / 
Latched crimp 
holder type

Öâåò / Color Ðàçìåðû, ìì / Dimensions, mm

L d H Â

CF16 Ñîñíà / Pine 26 16 26 12

Äóá / Oak

Áåëûé / White

Îðàíæåâûé / Orange

CF20 Ñîñíà / Pine 30 20 29 12

Äóá / Oak

Áåëûé / White

Îðàíæåâûé / Orange

CF25 Ñîñíà / Pine 35 25 30 12

Äóá / Oak

Áåëûé / White

Îðàíæåâûé / Orange

Òèï ìóôòû / Sleeve 
type

Öâåò / Color Ðàçìåðû, ìì / Dimensions, mm

D1 D2 D3 L C

MVN16 Ñåðûé/ Gray 16,0 25,0 28,0 40,0 6,0

MVN20 20,0 30,0 31,0 46,0 6,0

MVN25 25,0 35,0 37,0 47,0 7,0

MVN32 32,0 42,0 45,0 50,0 7,0
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Òèï ìóôòû / Sleeve 
type

Öâåò / Color Ðàçìåðû, ìì / Dimensions, mm

L L1 L2 D1 D2 D3 D4 D5 C

BGP16 Ñåðûé / Gray 70,0 30,0 40,0 16,0 25,0 28,0 16,0 18,0 6,0

BGP20 70,0 34,0 46,0 20,0 30,0 31,0 20,0 22,0 6,0

BGP25 70,0 35,0 47,0 25,0 35,0 37,0 25,0 27,0 7,0

BGP32 100,0 37,0 50,0 32,0 42,0 45,0 32,0 35,0 7,0
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Ðèñóíîê / Figure 4 – Ìóôòà ãèáêàÿ òðóáà-òðóáà / Flexible conduit-to-conduit coupling

Òèï ìóôòû / Sleeve 
type

Öâåò / Color Ðàçìåðû, ìì / Dimensions, mm

L D4 D5

MGP16 Ñåðûé / Gray 70,0 16,0 18,0

MGP20 70,0 20,0 22,0

MGP25 70,0 25,0 27,0

MGP32 100,0 32,0 37,0

MGP40 100,0 40,0 43,0

MGP50 100,0 50,0 54,0

L 
L 
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