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ÊËÅÌÌÀ ÑÒÐÎÈÒÅËÜÍÎ-ÌÎÍÒÀÆÍÀß
ÑÅÐÈÈ 224  

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

Ïðîèçâîäèòü ìîíòàæ (äåìîíòàæ) ñîåäèíåíèé ïðîâîäíèêîâ, 
íàõîäÿùèõñÿ ïîä íàïðÿæåíèåì.

Ìîíòàæ ñîåäèíåíèé ñ ïîìîùüþ êëåììû äîëæåí ïðîèçâîäèòü 
êâàëèôèöèðîâàííûé ïåðñîíàë â ñîîòâåòñòâèè ñ «Ïðàâèëàìè òåõíè÷åñêîé 
ýêñïëóàòàöèè ýëåêòðîóñòàíîâîê ïîòðåáèòåëåé» è «Ìåæîòðàñëåâûìè 
ïðàâèëàìè ïî îõðàíå òðóäà (ïðàâèëà áåçîïàñíîñòè) ïðè ýêñïëóàòàöèè 
ýëåêòðîóñòàíîâîê ïîòðåáèòåëåé», ïðîøåäøèé îáó÷åíèå ñ ïðèñâîåíèåì 
ãðóïïû ïî ýëåêòðîáåçîïàñíîñòè íå íèæå III äî 1000 Â.

Ìîíòàæ ñîåäèíåíèÿ:  êîíöû ïðîâîäíèêîâ, ïîäëåæàùèå ñîåäèíåíèþ 
ñ ïîìîùüþ êëåììû, îñâîáîäèòü îò èçîëÿöèè íà äëèíå 9–11 ìì. Íàæàòü 
íà êðûøêó êëåììû ñî ñòîðîíû êâàäðàòíîãî îòâåðñòèÿ. Âñòàâèòü 
ïðîâîäíèêè äî óïîðà â êâàäðàòíîå îòâåðñòèå êëåììû. Îòïóñòèòü êðûøêó 
êëåììû. Âñòàâèòü ïðîâîäíèê äî óïîðà â êðóãëîå îòâåðñòèå êëåììû.

Ïðóæèííûå ïðèæèìíûå ÷àñòè âûïîëíåíû èç õðîìîíèêåëåâîé ñòàëè.

Äåìîíòàæ ñîåäèíåíèÿ: íàæàòü íà êðûøêó êëåììû ñî ñòîðîíû 
êâàäðàòíîãî îòâåðñòèÿ. Èçâëå÷ü ïðîâîäíèêè èç êâàäðàòíîãî îòâåðñòèÿ 
êëåììû. Èç êðóãëîãî îòâåðñòèÿ èçâëå÷ü ïðîâîä, ïîòÿíóâ çà êëåììó âäîëü 
îñè ïðîâîäíèêà, ïðèäåðæèâàÿ ïðîâîäíèê ðóêîé èëè èíñòðóìåíòîì.

è ìíîãîæèëüíûõ ìåäíûõ ïðîâîäíèêîâ áåç èñïîëüçîâàíèÿ 

Äëÿ èçìåðåíèÿ íàïðÿæåíèÿ (ïîòåíöèàëà) â êëåììå, èñïîëüçîâàòü 
ãíåçäî, îáîçíà÷åííîå íàäïèñüþ «Test». Äëÿ èçìåðåíèÿ ñëåäóåò 
èñïîëüçîâàòü âîëüòìåòð ñ äèàìåòðîì ùóïà íå áîëåå 2 ìì è äëèíîé 
íå ìåíåå 13 ìì.

Êëåììà äîïóñêàåò ìíîãîêðàòíîå ïðèñîåäèíåíèå è îòñîåäèíåíèå 
ïðîâîäíèêîâ.

Êëåììà ñòðîèòåëüíî-ìîíòàæíàÿ ñåðèè 224 òîâàðíîãî çíàêà IEK 
(äàëåå – êëåììà) ïðåäíàçíà÷åíà äëÿ ñîåäèíåíèÿ îäíîæèëüíûõ 

Êëåììà ñîîòâåòñòâóåò òðåáîâàíèÿì òåõíè÷åñêîãî ðåãëàìåíòà 
ÒÐ ÒÑ 004/2011.

ÇÀÏÐÅÙÀÅÒÑß

èíñòðóìåíòà â îñâåòèòåëüíîì îáîðóäîâàíèè. 

Òîêîâåäóùèå ÷àñòè êëåììû âûïîëíåíû èç ìåäè ñ ïîñëåäóþùèì 
ïîñåðåáðåíèåì.
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REAL ABILITY

Òåõíè÷åñêèå äàííûå / Technical data  

EN IEK 224 series splicing connector for construction and installation 
work (hereinafter – the connector) is intended for a toolless 
connection of solid and stranded copper conductors in lighting 
equipment. 

The connector is intended for a repeated conductor connection and 
disconnection.

The connector meet the requirements of Directive LVD 2014/35/EU, RoHS 
2011/65/EU+2015/863.

Current-carrying parts of the connector are made of copper followed by 
silvering.

Spring pressure parts are made of nickel-chromium steel.
The installation of connections made using the connector must be carried 

out by a qualified personnel with an electrical level at least III up to 1000 V in 
compliance with the "Safety Rules for Operation of Customers' Electrical 
Installations" and "Cross-industry regulations covering labour safety (safety 
rules) for operation of customers' electrical installations".

DO NOT
Install or deinstall the energized conductor connections.

Connection installation: remove insulation of the connectable conductors' 
ends on 9–11 mm length. Press the lid of the connector from where the square 
hole is located. Put the conductors all the way in the square hole of the 
connector. Release the lid of the connector. Put the conductor all the way in the 
round hole of the connector.

Connection deinstallation: press the lid of the connector from where the 
square hole is located. Put the conductors out of the square hole of the 
connector. Take out the wire out of the round hole by pulling the connector along 
the conductor axis and holding the conductor with a hand or tool. 

For the connector voltage (potential) measurement, use a socket labelled as 
"Test". Use a voltmeter with a min. 2 mm probe diameter and min. 13 mm length.

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êëåììû òèïà / Value for the luminaire type

ÑÌÊ 224-101 ÑÌÊ 224-112

Êîëè÷åñòâî ïîäêëþ÷àåìûõ ïðîâîäíèêîâ / 
Number of connected conductors

1 2

Ue, V AC Ј 400

DC Ј 220

Ui, V Ј 660

Ie, À 24



Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ êëåììû òèïà / Value for the luminaire type

ÑÌÊ 224-101 ÑÌÊ 224-112

Íîìèíàëüíàÿ ñîåäèíèòåëüíàÿ ñïîñîáíîñòü / 
2Rated connection capacity, mm

2,5

(IEC 60999-1) / IEC 60999-1 connector type
Òèï çàæèìà ïî ÃÎÑÒ 31602.1 ã

Òèï è ñå÷åíèå 
ïðèñîåäèíÿåìûõ 
ïðîâîäíèêîâ / 
Connected conductors 

2type and section, mm

êðóãëîå îòâåðñòèå / 
round hole

Îäíîæèëüíûé ìåäíûé æåñòêèé / Hard solid copper – 1…2,5

êâàäðàòíîå îòâåðñòèå 
/ square hole

Îäíîæèëüíûé ìåäíûé æåñòêèé / Hard solid copper – 0,5…2,5

Ìíîãîæèëüíûé ìåäíûé æåñòêèé / Hard stranded copper – 0,5…2,5

Ìíîãîæèëüíûé ìåäíûé ãèáêèé / Flexible stranded copper – 0,5…2,5

 IP20

Êëèìàòè÷åñêîå èñïîëíåíèå è êàòåãîðèÿ 
ðàçìåùåíèÿ ïî ÃÎÑÒ 15150 / Climatic 
category and environmental class

ÓÕË3 / NF3

Öâåò êîðïóñà / Case color Ñåðûé / Gray Áåëûé / White

  

Ãðóïïà ìåõàíè÷åñêîãî èñïîëíåíèÿ 
ïî ÃÎÑÒ 17516.1

Ì3

Ñðîê ñëóæáû, ëåò / Service life, years 10

Ãàðàíòèÿ (ñî äíÿ ïðîäàæè), ëåò / Warranty 
(from the date of sale), years

3

3

‒ 25

+105

‒ 45

+50
+25

98

+20

90

REAL ABILITY

Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå) / Technical Data (continued)
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Ãàáàðèòíûå ðàçìåðû / Overall dimensions

REAL ABILITY

Êîìïëåêòíîñòü / Completeness of set

Íàèìåíîâàíèå / 
Name

Êîëè÷åñòâî â èíäèâèäóàëüíîé óïàêîâêå, øò. 
/ Quantity in the individual packaging, pcs.

pcs. (copies)

Êîëè÷åñòâî â ãðóïïîâîé óïàêîâêå, øò. (ýêç.) / 
Number in a group package, 

ÑÌÊ 224-101 70 7000

4 400

ÑÌÊ 224-112 70 7000

4 400

Ïàñïîðò / Passport – 1

ÑÌÊ 224-112ÑÌÊ 224-101

20,2

8,3

14
,1

20,2

9,8

14
,1

Èçäàíèå / Version 3
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