
ÏËÎÙÀÄÊÀ ÌÎÍÒÀÆÍÀß ÒÈÏÀ ÏÌ

Ïëîùàäêà ìîíòàæíàÿ òèïà ÏM òîâàðíîãî çíàêà IEK (äàëåå — 
ïëîùàäêà) ïðåäíàçíà÷åíà äëÿ ìîíòàæà êàáåëüíûõ ñòÿæåê 
ê ðàçëè÷íûì ïîâåðõíîñòÿì ïðè ïîìîùè âèíòà.

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè: ìîíòèðîâàòü èçäåëèå ñëåäóåò 
íà ðîâíóþ è ÷èñòóþ ïîâåðõíîñòü. Ïðè âûáîðå êðåïåæà íåîáõîäèìî 
ðóêîâîäñòâîâàòüñÿ ðàçìåðàìè ïîä âèíò íà èçäåëèè. Ïðè ìîíòàæå 
è ýêñïëóàòàöèè íåîáõîäèìî ñîáëþäàòü òðåáîâàíèÿ áåçîïàñíîñòè è îõðàíû 
òðóäà ïðè ïðîâåäåíèè ñòðîèòåëüíûõ è ýëåêòðîìîíòàæíûõ ðàáîò. 
Ïðè âûõîäå èç ñòðîÿ èçäåëèå óòèëèçèðîâàòü.

Mounting pad of PM type of IEK trademark (hereinafter – pad) 
is designed for mounting cable ties to various surfaces by means 
of a screw.

Installation and operation rules: the product should be mounted on a flat 
and clean surface. When selecting fasteners, it is necessary to be guided by the 
dimensions for the screw on the product. During installation and operation, it is 
necessary to observe safety and labor protection requirements for construction 
and electrical works. When the product fails, dispose of it.

1

RU

EN

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè 

Òåõíè÷åñêèå äàííûå / Technical data

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Ìàòåðèàë / Material Ïîëèàìèä / Polyamide 6.6

Äèàìåòð îòâåðñòèÿ ïîä âèíò / 
Screw hole diameter, mm

ÏM/PM 22ґ16ґ4 4,1

ÏM/PM 22ґ16ґ5 5,2

ÏM/PM 22ґ16ґ6 6,2

Öâåò / Color RAL 9005; RAL 9003

Òåìïåðàòóðà ìîíòàæà / Mounting temperature, °Ñ –15 … +50

Ðåìîíòîïðèãîäíîñòü / Repairability Íåðåìîíòîïðèãîäíà / Non repairable

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating 
temperature, °Ñ

–40 … +65

Îòíîñèòåëüíàÿ âëàæíîñòü âîçäóõà / Relative air 
humidity

75 % ïðè/at 15 °Ñ

Êîìïëåêòíîñòü / Completeness of set Ïëîùàäêà – 100 øò. (â èíäèâèäóàëüíîé óïàêîâêå) / Pad – 
100 pcs. (in individual package)
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Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Òðàíñïîðòèðîâàíèå / Transportation Â óïàêîâêå èçãîòîâèòåëÿ, ëþáûì âèäîì êðûòîãî òðàíñïîðòà, 
ïðåäîõðàíÿþùèì èçäåëèå îò ãðÿçè, âëàãè è óäàðíûõ íàãðóçîê 
/ In the manufacturer's package, by any type of covered 
transport that protects the product from dirt, moisture, and shock 
loads

Òåìïåðàòóðà òðàíñïîðòèðîâàíèÿ/õðàíåíèÿ / 
Transportation/storage temperature, °Ñ

–40 … +65

Õðàíåíèå / Storage Â óïàêîâêå èçãîòîâèòåëÿ, â ïîìåùåíèè ñ åñòåñòâåííîé 
âåíòèëÿöèåé âîçäóõà / In the manufacturer's package in 
naturally ventilated rooms

Óòèëèçàöèÿ / Disposal Â ñîîòâåòñòâèè ñ òðåáîâàíèÿìè çàêîíîäàòåëüñòâ 
íà òåððèòîðèè ðåàëèçàöèè / In accordance with the legislation 
in the territory of sale

Ãàðàíòèÿ (ñî äíÿ ïðîäàæè), ëåò / Warranty (from the 
date of sale), years*

1

Ñðîê ñëóæáû, ëåò, íå ìåíåå / Service life, years, 
minimum**

10

* Ãàðàíòèÿ ñîõðàíÿåòñÿ ïðè ñîáëþäåíèè ïîêóïàòåëåì óñëîâèé òðàíñïîðòèðîâàíèÿ, õðàíåíèÿ, ìîíòàæà 
è ýêñïëóàòàöèè. / Warranty remains if operating, transportation, storage and installation rules are complied with.

** Ñî äíÿ ââîäà â ýêñïëóàòàöèþ. / From the date of commissioning.

Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå) / Technical data (continuation)

Ãàáàðèòíûå ðàçìåðû / Overall dimensions 
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Íàèìåíîâàíèå / Denomination d, mm D, mm

Ïëîùàäêà ÏM 22ґ16ґ4 ìì ïîä âèíò áåëàÿ / PM pad 22ґ16ґ4 mm for screw white 4,1 6,5

Ïëîùàäêà ÏM 22ґ16ґ4 ìì ïîä âèíò ÷¸ðíàÿ / PM pad  22ґ16ґ4 mm for screw  black 4,1 6,5

Ïëîùàäêà ÏM 22ґ16ґ5 ìì ïîä âèíò áåëàÿ / PM pad  22ґ16ґ5 mm for screw  white 5,2 12

Ïëîùàäêà ÏM 22ґ16ґ5 ìì ïîä âèíò ÷¸ðíàÿ / PM pad  22ґ16ґ5 mm for screw  black 5,2 12

Ïëîùàäêà ÏM 22ґ16ґ6 ìì ïîä âèíò áåëàÿ / PM pad  22ґ16ґ6 mm for screw  white 6,2 12

Ïëîùàäêà ÏM 22ґ16ґ6 ìì ïîä âèíò ÷¸ðíàÿ / PM pad  22ґ16ґ6 mm for screw  black 6,2 12

Ãàáàðèòíûå ðàçìåðû (ïðîäîëæåíèå) / Overall dimensions (continuation)
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