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RU

Óñëîâèÿ ýêñïëóàòàöèè: 

Ïåíà ïðèìåíÿåòñÿ äëÿ ñîçäàíèÿ:

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè 

Êîìïëåêòíîñòü

– îãíåïðåãðàäèòåëüíûõ ïîÿñîâ;
– îãíåñòîéêèõ ïðîõîäîê äëÿ èíæåíåðíûõ êîììóíèêàöèé.

ÏÅÍÀ ÎÃÍÅÑÒÎÉÊÀß «ÈÍÇÀÏÅÍ-Ï»

Îãíåñòîéêàÿ ïîëèóðåòàíîâàÿ äâóõêîìïîíåíòíàÿ ïåíà

– óíèâåðñàëüíûõ êàáåëüíûõ ïðîõîäîê;

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè

«ÈÍÇÀÏÅÍ-Ï» (äàëåå – ïåíà) ïðèìåíÿåòñÿ äëÿ ãåðìåòèçàöèè 
ìåæêàáåëüíîãî ïðîñòðàíñòâà, â ðåçóëüòàòå ïîëèìåðèçàöèè êîòîðîé 
îáðàçóåòñÿ íàäåæíûé îãíåñòîéêèé áàðüåð, âñïó÷èâàþùèéñÿ ïðè 
âîçäåéñòâèè îòêðûòîãî ïëàìåíè.

Âîçìîæíà âñåïîãîäíàÿ ýêñïëóàòàöèÿ ïåíû.

– óíèâåðñàëüíûõ êàáåëüíûõ ïðîõîäîê ñ óâåëè÷åíèåì ãëóáèíû çàäåëêè;

– ìîæåò ïðèìåíÿòüñÿ âî âñåõ êëèìàòè÷åñêèõ ðàéîíàõ ïî ÑÏ 131.13330;

– äîïóñòèìàÿ âëàæíîñòü ñðåäû – íå íîðìèðóåòñÿ.

Òåõíè÷åñêèå äàííûå
Òåõíè÷åñêèå äàííûå è ãàáàðèòíûå ðàçìåðû èçäåëèÿ ïðèâåäåíû 

â òàáëèöå 1.

– äèàïàçîí ðàáî÷èõ òåìïåðàòóð èçäåëèÿ: îò ìèíóñ 50 °Ñ äî ïëþñ 60 °Ñ;

Êîìïëåêò ïîñòàâêè ïðèâåäåí â òàáëèöå 2.

Ðàáîòíèêè, âûïîëíÿþùèå îïåðàöèè ïî ïðèìåíåíèþ ïåíû, äîëæíû áûòü 
îáåñïå÷åíû ñðåäñòâàìè èíäèâèäóàëüíîé çàùèòû ñîãëàñíî ÃÎÑÒ 12.4.103, 
ñïåöîäåæäîé ñîãëàñíî òèïîâûì îòðàñëåâûì íîðìàì.

Ïðè ïîïàäàíèè ïåíû èëè å¸ êîìïîíåíòîâ íà îòêðûòûå ó÷àñòêè êîæè – 
âûòåðåòü ñîñòàâ íàñóõî âåòîøüþ ëèáî áóìàæíîé ñàëôåòêîé, çàòåì îáèëüíî 
ïðîìûòü âîäîé ñ ìûëîì; ïðè ïîïàäàíèè â ãëàçà – ïðîìûòü áîëüøèì 
êîëè÷åñòâîì âîäû.

Âñå ðàáîòû ïî ìîíòàæó äîëæíû ïðîâîäèòüñÿ âäàëè îò îãíÿ è èñòî÷-
íèêîâ èñêðîîáðàçîâàíèÿ. 

Ìåðû áåçîïàñíîñòè

Íåîáõîäèìî ïðåäîòâðàùàòü ðàñïðîñòðàíåíèå è ïîïàäàíèå ïåíû 
â ñòî÷íûå êàíàëû, ðâû è ðåêè, èñïîëüçóÿ äëÿ ýòîãî ïåñîê, çåìëþ èëè äðóãèå 
ïîäõîäÿùèå áàðüåðíûå ìàòåðèàëû.
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ÇÀÏÐÅÙÀÅÒÑß

ÂÍÈÌÀÍÈÅ
Áåðå÷ü îò äåòåé!

Ïðîòûêàòü è ñæèãàòü êàðòðèäæ.
Âûäàâëèâàòü ñîäåðæèìîå êàðòðèäæà íà îòêðûòîå ïëàìÿ è 

ðàñêàëåííûå ïðåäìåòû, êóðèòü ïðè âûïîëíåíèè ìîíòàæíûõ ðàáîò.

Â ïëîõî ïðîâåòðèâàåìûõ ïîìåùåíèÿõ ðàáîòàòü ñ ïðèìåíåíèåì 
çàùèòû îðãàíîâ äûõàíèÿ!

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè
Ïåðåä ïðèìåíåíèåì ïåíà äîëæíà âûäåðæèâàòüñÿ â çàêðûòîé óïàêîâêå 

çàâîäà-èçãîòîâèòåëÿ â êðûòûõ, ñóõèõ, õîðîøî ïðîâåòðèâàåìûõ ñêëàäñêèõ 
ïîìåùåíèÿõ ïðè òåìïåðàòóðå íå ìåíåå ïëþñ 20 °Ñ íà ïðîòÿæåíèè 
íå ìåíåå 24 ÷.

Îòêðûòü êîëïà÷îê, ñðåçàòü çàïàÿííûé êîíåö ðåçåðâóàðà ñ ñîñòàâîì, 
çàêðóòèòü íîñèê-ñìåñèòåëü.

Èñïîëüçîâàòü ïîâðåæäåííûå íîñèêè-ñìåñèòåëè è êàðòðèäæè 

Âñòàâèòü êàðòðèäæ â ìîíòàæíûé ïèñòîëåò, âûäàâèòü ïåðâóþ ïîðöèþ 
5–10 ìë ñîñòàâà â ïàêåò, â êîòîðîì áûë óïàêîâàí êàðòðèäæ ïåíû.

ñ ïîâðåæäåííîé óïàêîâêîé.

Íàíåñòè ñîñòàâ â ïîäãîòîâëåííûé ïðîåì, ó÷èòûâàÿ âðåìÿ ñòàðòà 
âñïåíèâàíèÿ (60 ñ). Ïðè íåîáõîäèìîñòè ñäåëàòü ïàóçó, ñìåíèòü íîñèê-
ñìåñèòåëü.

Ðåêîìåíäóåòñÿ çàïîëíÿòü ïðî¸ì îò ñåðåäèíû èëè îò äàëüíåãî êðàÿ. 

– íîæ ìîíòàæíûé äëÿ ïîäðåçêè ïåíû;
– ïîëèìåðíàÿ ïëåíêà, â êà÷åñòâå ìàòåðèàëà äëÿ ëåãêîñúåìíîé 

îïàëóáêè.
Ïðè íàíåñåíèè ïåíû äîïóñòèìà òåìïåðàòóðà íå íèæå ïëþñ 5 °Ñ.

Èíñòðóìåíòû äëÿ ìîíòàæà (ïðèîáðåòàþòñÿ îòäåëüíî): 

Òðàíñïîðòèðîâàíèå èçäåëèÿ ìîæåò îñóùåñòâëÿòüñÿ âñåìè âèäàìè 
òðàíñïîðòà â êðûòûõ òðàíñïîðòíûõ ñðåäñòâàõ íà ëþáîå ðàññòîÿíèå, 
â ñîîòâåòñòâèè ñ ïðàâèëàìè ïåðåâîçêè ãðóçîâ, äåéñòâóþùèìè íà äàííîì 
âèäå òðàíñïîðòà.

Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ

Ðåêîìåíäóåòñÿ èñïîëüçîâàòü øëàíã-óäëèíèòåëü äëÿ ïðîåìîâ ãëóáèíîé 
îò 200 ìì è áîëåå.

Ïðè íåîáõîäèìîñòè ïîñëå çàñòûâàíèÿ ïåíû â ïðîõîäêå, ÷åðåç 5–10 ìèí 
ïîñëå ìîíòàæà, ïîäðåçàòü íîæîì âûõîäÿùèå çà ïðîåì èçëèøêè. 
Ðàçðåøåíî èñïîëüçîâàòü èõ äëÿ çàïîëíåíèÿ ñëåäóþùåé ïðîõîäêè.

– äâóõêîìïîíåíòíûé ïèñòîëåò «Dispenser 2k» äëÿ êàðòðèäæåé îáúåìîì 
380 ìë;

Ïðè íåîáõîäèìîñòè ñïóñòÿ 5 ìèí ïîñëå íàíåñåíèÿ ðóêàìè â ïåð÷àòêàõ 
âäàâèòü âûñòóïàþùóþ ïåíó îáðàòíî â çàïîëíÿåìûé ïðî¸ì.
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Ïåíà äîëæíà õðàíèòüñÿ âåðòèêàëüíî â çàêðûòîé óïàêîâêå çàâîäà-
èçãîòîâèòåëÿ â ïðîõëàäíûõ, ñóõèõ, òåìíûõ ïîìåùåíèÿõ, ïðè òåìïåðàòóðå 
îò ïëþñ 5 °Ñ äî ïëþñ 40 °Ñ ïðè îòíîñèòåëüíîé âëàæíîñòè âîçäóõà äî 80 % 
ïðè 25 °Ñ.

Ñðîê ñëóæáû è ãàðàíòèè ïðîèçâîäèòåëÿ

- product operating temperature range: from minus 50 °Ñ to plus 60 °Ñ;

Technical data and dimensions of the product are given in table 1.

Delivery set is given in table 2.

Safety measures

Ñðîê ñëóæáû – 40 ëåò.

Ïåíó íåîáõîäèìî õðàíèòü ñ ïðåäîõðàíåíèåì îò ìåõàíè÷åñêèõ 
ïîâðåæäåíèé, â ïîìåùåíèè, ãäå îòñóòñòâóþò êèñëîòû è ùåëî÷è.

Ãàðàíòèéíûé ñðîê õðàíåíèÿ ïåíû ïðè ñîáëþäåíèè óñëîâèé 
òðàíñïîðòèðîâêè è õðàíåíèÿ ñîñòàâëÿåò 12 ìåñÿöåâ.

Basic information about the product
Fire-resistant two-component polyurethane foam «INZAPEN-P» 

– universal cable penetrations with an increase in the depth of termination;

– fire-resistant penetrations for utility services.

Operating conditions: 

- permissible humidity of the environment - not standardized;

All-weather operation of the foam is possible.

–universal cable penetrations;

Technical data

(hereinafter – the foam) is used for sealing the space between the 
cables, as a result of which polymerization forms a reliable fire resistant barrier, 
that bloat when exposed to open flame.

Óòèëèçàöèÿ ïåíû è óïàêîâêè ïðîâîäèòñÿ â ñîîòâåòñòâèè ñ ìåñòíûìè 
íîðìàòèâàìè è òèïîì èñïîëüçîâàíèÿ. 

The foam is used to create:

– fire barrier zones;

- the sealant can be used in all climatic regions;

Completeness of set

Employees who apply the foam should be provided with personal protective 
equipment and overalls.

When getting foam or its components on exposed skin – wipe the 
composition dry with a rag or paper towel, then rinse abundantly with water and 

Òðàíñïîðòèðîâêà îñóùåñòâëÿåòñÿ ïðè òåìïåðàòóðå îò ïëþñ 5 °Ñ 
äî ïëþñ 40 °Ñ.

EN  
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soap; in case of contact with eyes - rinse with plenty of water. 

It is necessary to prevent the spread and ingress of foam into drains, ditches 
and rivers by using sand, earth or other suitable barrier materials.

IT IS FORBIDDEN 
To pierce through or burn the cartridge.

To squeeze the contents of the cartridge onto an open flame or hot 
objects, or smoke when performing installation works.

All installation works should be carried out away from fire and sources of 
sparks. 

To use damaged mixer spouts and cartridges with damaged packaging.

Keep away from children!

Installation and operation rules
Before use, the foam should be kept in a sealed container of the 

manufacturer in covered, dry, well-ventilated warehouse at a temperature of at 
least plus 20 °C for at least 24 hours.

Open the cap, cut off the sealed end of the reservoir with the composition, 
screw the spout-mixer.

Insert the cartridge into the fastening gun, squeeze the first portion 
of 5–10 ml of the composition in the bag, in which the foam cartridge was packed.

Apply the composition to the prepared opening, taking into account the start 
time of foaming (60 seconds). If it is necessary, make a pause, change the spout-
mixer.

ATTENTION

Work with respiratory protection in poorly ventilated rooms!

If it is necessary, 5 minutes after the application with gloved hands press the 
foam back into the filled hole.

It is recommended to fill the opening from the middle or from the far edge. 

Tools for installation (to be purchased separately): 

When applying the foam, the permissible temperature is allowed not lower 
than plus 5 °C.

Transportation, storage and disposal
The product can be transported by all types of transport in covered vehicles 

at any distance, in accordance with the rules of goods transportation, acting on 
this type of transport. 

It is recommended to use an extension hose for openings with a depth 
of 200 mm or more.

– two-piece «Dispenser 2k» gun for 380 ml cartridges;

– polymer film, as a material for easily removable formwork.
– assembly knife for trimming the foam;

If it is necessary, after the foam has cured in the hole, in 5–10 minutes after 
installation, trim off the overflow that protrudes beyond the opening with a knife. 
It is allowed to use them to fill the next penetration.
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Òàáëèöà / Table 2

Dispose of foam and packaging in accordance with local regulations and 
type of use. 

Service life and manufacturer's warranties

Foam should be stored with protection against mechanical damage, in an 
acid- and alkali-free room.

Service life – 40 years.

The warranty shelf life of the foam is 12 months if transportation and storage 
conditions are observed.

Transportation is carried out at temperatures between plus 5 °C to plus 40 °C.
Foam should be stored vertically in a sealed package of the manufacturer in 

a cool, dry, dark rooms at temperatures between plus 5 °C to plus 40 °C and 
relative humidity of up to 80 % at 25 °C.

Òàáëèöà / Table 1

Íàèìåíîâàíèå ïàðàìåòðà / Parameter denomination Çíà÷åíèå / Value

Âèä ãîòîâîé ïåíû / Type of ready-made foam Ãóá÷àòûé ýëàñòîìåð áîðäîâîãî èëè êîðè÷íåâîãî öâåòà / 
Burgundy or brown sponge elastomer

Îáú¸ì êàðòðèäæà / Cartridge volume, ml 380

Íîðìà âûõîäà ãîòîâîé ïåíû (äëÿ êàðòðèäæà 380 ìë) / 
Rate of ready foam output (for 380 ml cartridge), l

Îò 1,9 äî 2,0 / From 1,9 to 2,0

Ïëîòíîñòü, êã/ë / Density, kg/l Îò 0,15 äî 0,16 / From 0,15 to 0,16

Êðàòíîñòü ïåíû (êîýôôèöèåíò âñïåíèâàíèÿ), î.å. / Foam 
expansion ratio (foaming coefficient), p.u.

Îò 5,0 äî 5,2 / From 5,0 to 5,2

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî, øò. (ýêç.) / Quantity, pcs. (copies)

Ïåíà îãíåñòîéêàÿ â äâóõêîìïîíåíòíîì êàðòðèäæå ñ 
íîñèêîì-ñìåñèòåëåì/ Fire proof foam in two-component 
cartridge with spout-mixer

1 

Ïàñïîðò / Passport 1 

Èçäàíèå / Version 3 ÀÈÏ
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