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Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Øêàô íàñòåííûé ñåðèè LINEA WE òîâàðíîãî çíàêà ITK (äàëåå – øêàô) âûïîëíåí 
â ñèñòåìå   íåñóùèõ êîíñòðóêöèé ñåðèè 482,6 ìì è ïðåäíàçíà÷åí äëÿ ðàçìåùåíèÿ   
òåëåêîììóíèêàöèîííîãî, ýëåêòðîòåõíè÷åñêîãî, êðîññîâîãî è èíîãî îáîðóäîâàíèÿ.

Êîíñòðóêòèâíûå îñîáåííîñòè:
– êîìïàêòíîñòü è ìàëûé âåñ;
– äâåðü ìîæåò ëåãêî è áûñòðî ïåðåíàâåøèâàòüñÿ;
– õîðîøàÿ åñòåñòâåííàÿ âåíòèëÿöèÿ, âîçìîæíîñòü óñòàíîâêè äîïîëíèòåëüíûõ 

âåíòèëÿòîðíûõ ïàíåëåé ñåðèè ÏÂ.
Øêàô ïîñòàâëÿåòñÿ îäíèì ãðóçîâûì ìåñòîì â ðàçîáðàííîì ñîñòîÿíèè.

Ñòðóêòóðà è ïðèìåð óñëîâíîãî îáîçíà÷åíèÿ àðòèêóëà øêàôà:
LWEX-06U64-YY
LWE – Øêàô LINEA WE;
X – öâåò êîðïóñà øêàôà:
3 – ñåðûé RAL 7035,
5 – ÷åðíûé RAL 9005;
06U – âûñîòà ìîíòàæíîãî ïðîôèëÿ â Unit (îò 06U äî 18U);
64 – øèðèíà õ ãëóáèíà êîðïóñà øêàôà (ìì): 550ґ350, 600ґ450, 600ґ600, 600ґ650;
YY – òèï èñïîëíåíèÿ ïåðåäíåé äâåðè:
GF – ïåðåäíÿÿ äâåðü ñòåêëÿííàÿ,
MF – ïåðåäíÿÿ äâåðü ìåòàëëè÷åñêàÿ,
PF - ïåðåäíÿÿ äâåðü ïåðôîðèðîâàííàÿ.
Ïðèìåð: LWE3-06U64-GF – ITK Øêàô LINEA WE 6U 600ґ450 ìì äâåðü ìåòàëë RAL7035

Òåõíè÷åñêèå äàííûå
Îñíîâíûå òåõíè÷åñêèå õàðàêòåðèñòèêè øêàôà óêàçàíû â òàáëèöå 1. 
Â ìåñòå óñòàíîâêè øêàôà äëÿ ýêñïëóàòàöèè äîëæíà áûòü íåâçðûâîîïàñíàÿ ñðåäà, 

íå ñîäåðæàùàÿ òîêîïðîâîäÿùåé ïûëè è õèìè÷åñêè àêòèâíûõ âåùåñòâ.
Ðàñïîëîæåíèå è ðàçìåð çàùèùàåìîãî ïðîñòðàíñòâà ñîîòâåòñòâóþò ãàáàðèòíûì 

ðàçìåðàì øêàôà.
Îñíîâíûå òåõíè÷åñêèå äàííûå ïðèâåäåíû â òàáëèöå 2.
Âíåøíèé âèä øêàôà ïîêàçàí íà ðèñóíêå 1.

Êîìïëåêòíîñòü
Êîìïëåêò èçäåëèÿ óêàçàí â òàáëèöå 3.

Îïèñàíèå è ñáîðêà êîíñòðóêöèè
Êîíñòðóêöèÿ øêàôà ñáîðíî-ðàçáîðíàÿ, ñîñòîÿùàÿ èç îñíîâàíèé, ðàì áîêîâûõ, äâåðè, 

è ìîæåò êîìïëåêòîâàòüñÿ çàäíåé ñòåíêîé.
Âíóòðè øêàôà íà ðàìàõ áîêîâûõ çàêðåïëÿþòñÿ âåðòèêàëüíûå ïðîôèëè. Ïðè íåîáõîäèìîñòè 

øêàô ìîæíî óêîìïëåêòîâàòü äîïîëíèòåëüíîé ïàðîé 19” âåðòèêàëüíûõ ïðîôèëåé.
Ïîñëåäîâàòåëüíîñòü ñáîðêè
Âñòàâüòå ãàéêè Ì6 çàêëàäíûå â îòâåðñòèÿ áîêîâîé ðàìû, çàêðåïèòå ïðîôèëü âåðòèêàëüíûé 

ñ ïîìîùüþ âèíòîâ Ì6ґ15 (ðèñóíîê 2).
Ñêðåïèòå áîêîâûå ðàìû ñ îñíîâàíèÿìè âèíòàìè Ì6ґ15 è âèíòàìè Ì4ґ8 ñ øàéáàìè 

ñòîïîðíûìè 4 (ðèñóíîê 3).
Óñòàíîâêà ñòåêëÿííîé äâåðè
Âñòàâüòå â îòâåðñòèå ðó÷êè äâåðè çàìîê, ïðåäâàðèòåëüíî ñêðóòèâ ñ íåãî ãàéêó. 

Óñòàíîâèòå ðó÷êó äâåðè ñ çàìêîì â îòâåðñòèå ñòåêëà è çàêðåïèòå ãàéêîé (ðèñóíîê 4). 
Ïðîâåðüòå ïðàâèëüíîñòü óñòàíîâêè çàìêà. Ïðè ïðàâèëüíîé óñòàíîâêå çàìîê äîëæåí 

ïåðåâîäèòüñÿ â ïîëîæåíèå «çàêðûòî» ñâåðõó âíèç áåç îñîáûõ óñèëèé.
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Ïðè óñòàíîâêå ñòåêëÿííîé äâåðè, â ñëó÷àå âîçíèêíîâåíèÿ òðóäíîñòåé ñ çàêðûâàíèåì, 
ïðîèçâåäèòå ðåãóëèðîâêó ïîëîæåíèÿ ñòåêëà ïî ãîðèçîíòàëè: îñëàáüòå êðåïëåíèÿ ïåòåëü, 
ïåðåìåñòèòå ñòåêëî áëèæå ê íàðóæíîé ïëîñêîñòè áîêîâîé ðàìû è ïîâòîðíî ïîïðîáóéòå 
çàêðûòü äâåðü (ðèñóíîê 5).

Óñòàíîâêà ìåòàëëè÷åñêîé äâåðè*
Óñòàíîâêà çàìêà â ìåòàëëè÷åñêóþ äâåðü ïðîèçâîäèòñÿ ïî àíàëîãèè ñ óñòàíîâêîé çàìêà 

â äâåðü ñòåêëÿííóþ.
Ïðè óñòàíîâêå ìåòàëëè÷åñêîé äâåðè îòâåäèòå âíèç ïîäâèæíóþ ÷àñòü ïåòëè äî ñîâïàäåíèÿ 

îñåé ïåòëè ñ îòâåðñòèÿìè â îñíîâàíèÿõ (ðèñóíîê 6).
Óñòàíîâèòå ñòåíêó çàäíþþ (íå âõîäèò â êîìïëåêò ïîñòàâêè), ñîâìåñòèâ îòâåðñòèÿ 

â ñòåíêå ñ îòâåðñòèÿìè íà áîêîâûõ ðàìàõ è çàôèêñèðîâàâ åå øåñòüþ âèíòàìè Ì4ґ8 
(ðèñóíîê 7).

Ïîñëå îêîí÷àíèÿ ñáîðêè íàêëåéòå íà ëèöåâóþ ïîâåðõíîñòü âåðòèêàëüíîãî ïðîôèëÿ 
ìàðêèðîâî÷íóþ ëåíòó, ïðåäâàðèòåëüíî ïîäãîòîâëåííóþ ïî äëèíå â ñîîòâåòñòâèè ñ âûñîòîé 
øêàôà â þíèòàõ.

Äëÿ çàêðåïëåíèÿ øêàôà íà ñòåíå íåîáõîäèìî âûïîëíèòü ñëåäóþùèå äåéñòâèÿ:
– ðàçìåòèòü íà ñòåíå ÷åòûðå îòâåðñòèÿ ñ ó÷åòîì çíà÷åíèé N è L (òàáëèöà 2);
– ïðîñâåðëèòü ïî ðàçìåòêå ÷åòûðå îòâåðñòèÿ íà ãëóáèíó 70 ìì;
– çàáèòü â îòâåðñòèÿ äþáåëè;
– âêðóòèòü â äþáåëè øóðóïû 6,3ґ50 ìì ñ ïëîñêîé øàéáîé 6 ìì; 
– íàâåñèòü øêàô íà øóðóïû.

ВНИМАНИЕ
Комплект крепления к стене в состав комплектации шкафа не входит.

Ïî çàâåðøåíèè ïîäãîòîâêè øêàôà ê ýêñïëóàòàöèè ïðîèçâåäèòå ìîíòàæ êîíòóðà 
çàçåìëåíèÿ (ðèñóíîê 8). Äëÿ êðåïëåíèÿ ïðîâîäîâ çàçåìëåíèÿ ê øïèëüêàì çàçåìëåíèÿ 
èñïîëüçóþòñÿ ãàéêè Ì6 (ñ ôëàíöåì). 

Äëÿ êðåïëåíèÿ ïðîâîäîâ çàçåìëåíèÿ ê ïðîôèëÿì ìîíòàæíûì èñïîëüçóéòå áîëòû Ì6ґ14 
(ñ ôëàíöåì) è ãàéêè Ì6 (ñ ôëàíöåì):

– ïðèñîåäèíèòå îäèí êîíåö ïðîâîäà çàçåìëåíèÿ ê íàïðàâëÿþùåé, äðóãîé – ê øïèëüêå 
íà îñíîâàíèè øêàôà. Ïîâòîðèòü äàííûå äåéñòâèÿ äëÿ âòîðîé íàïðàâëÿþùåé;

– ïðèñîåäèíèòå îäèí êîíåö ïðîâîäà çàçåìëåíèÿ ê øïèëüêå äâåðè, äðóãîé – ê øïèëüêå 
íà îñíîâàíèè øêàôà*;

– ïðèñîåäèíèòå îäèí êîíåö ïðîâîäà çàçåìëåíèÿ ê øïèëüêå íà âåðõíåì îñíîâàíèè, 
äðóãîé – ê áëèæàéøåé íàïðàâëÿþùåé.

Ìåðû áåçîïàñíîñòè
ЗАПРЕЩАЕТСЯ

Вставать на шкаф, висеть на шкафе.
Прикладывать к шкафу любую механическую нагрузку.

Устанавливать оборудование при включенном электрическом напряжении.
Эксплуатация без подключения к цепи заземления.

Âñå ðàáîòû ïî ìîíòàæó è òåõíè÷åñêîìó îáñëóæèâàíèþ èçäåëèÿ äîëæíû ïðîèçâîäèòüñÿ 
â îáåñòî÷åííîì ñîñòîÿíèè ñïåöèàëüíî îáó÷åííûì ïåðñîíàëîì ñ ñîáëþäåíèåì òðåáîâàíèé 
íîðìàòèâíî-òåõíè÷åñêîé äîêóìåíòàöèè â îáëàñòè ýëåêòðîòåõíèêè.

Øêàô äîëæåí áûòü ïîäêëþ÷åí ê öåïè çàçåìëåíèÿ.
Øêàô ÿâëÿåòñÿ íåðåìîíòîïðèãîäíûì.
Ïðè îáíàðóæåíèè íåèñïðàâíîñòè âî âðåìÿ ãàðàíòèéíîãî ñðîêà íåîáõîäèìî îáðàòèòüñÿ 

â îðãàíèçàöèþ, ãäå áûëî ïðèîáðåòåíî èçäåëèå, èëè â ïðåäñòàâèòåëüñòâî.
Ïðè îáíàðóæåíèè íåèñïðàâíîñòè ïî èñòå÷åíèè ãàðàíòèéíîãî ñðîêà èçäåëèå óòèëèçèðîâàòü.

___________________
* Äëÿ èñïîëíåíèé øêàôîâ ñ ìåòàëëè÷åñêîé äâåðüþ.
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Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ
Òðàíñïîðòèðîâàíèå èçäåëèÿ äîïóñêàåòñÿ ëþáûì âèäîì êðûòîãî òðàíñïîðòà, îáåñïå÷è-

âàþùèì çàùèòó îò ìåõàíè÷åñêèõ ïîâðåæäåíèé, çàãðÿçíåíèÿ è ïîïàäàíèÿ âëàãè, ïðè òåìïå-
ðàòóðå îêðóæàþùåãî âîçäóõà îò ìèíóñ 50 °Ñ äî ïëþñ 55 °Ñ.

Óñëîâèÿ õðàíåíèÿ èçäåëèé – íàâåñû èëè ïîìåùåíèÿ, ãäå êîëåáàíèÿ òåìïåðàòóðû è âëàæ-
íîñòè âîçäóõà íåñóùåñòâåííî îòëè÷àþòñÿ îò êîëåáàíèé íà îòêðûòîì âîçäóõå. Òåìïåðàòóðà 
äîëæíà ñîîòâåòñòâîâàòü äèàïàçîíó îò ìèíóñ 50 °Ñ äî ïëþñ 50 °Ñ.

Äåòàëè êîðïóñà øêàôà óòèëèçèðîâàòü ñ ìåòàëëè÷åñêèì ëîìîì.
Ñòåêëî óòèëèçèðîâàòü ñî ñòåêëÿííûì ëîìîì.

Ãàðàíòèè èçãîòîâèòåëÿ
Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè øêàôà – 3 ãîäà ñî äíÿ ïðîäàæè ïðè ñîáëþäåíèè 

ïîòðåáèòåëåì óñëîâèé ýêñïëóàòàöèè, õðàíåíèÿ, òðàíñïîðòèðîâàíèÿ è ìîíòàæà.
Ñðîê ñëóæáû øêàôà – 25 ëåò.

Basic product data
Wall-mounted cabinet of LINEA WE series of ITK trademark (hereinafter referred to as – 
cabinet) is made in a system of load-bearing structures of the 482.6 mm series and is 

designed to locate telecommunications, electrical, cross-connect and other equipment.
Design features:
– small size and light weight;
– the door can be easily and quickly re-hung;
– good natural ventilation, the possibility of installing additional fan panels of PV series.
The cabinet is supplied unassembled with one cargo item.

The structure and example of reference designation of cabinet order code:
LWEX-06U64-YY
LWE – cabinet LINEA WE;
X – cabinet housing colour:
3 – gray RAL 7035,
5 – black RAL 9005;
06U – height of the mounting profile in Unit (îò 06U äî 18U);
64 – width õ depth of cabinet housing, (mm): 550ґ350, 600ґ450, 600ґ600, 600ґ650;
YY – version of front door:
GF – the front door made of glass;
MF – the front door made of metal;
PF – the front door is perforated.
Example: LWE3-06U64-GF – ITK cabinet LINEA WE 6U 600ґ450 mm metallic door RAL7035.

Specifications
The main technical characteristics of the cabinet are listed in the table 1. 
In the place of installation of the cabinet for operation, there must be a non-explosive 

environment that does not contain conductive dust and chemically active substances.
The location and size of the protected space corresponds to the overall dimensions of the 

cabinet.
The main technical data are given in the table 2.
The appearance of the cabinet is shown in the figure 1.

Completeness of set
The completeness of the product is indicated in the table 3.
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Description and structural assembly
Cabinets have prefabricated demountable structures, consisting of basements, side frames, 

door, and can be equipped with back wall.
Inside the cabinet, vertical profiles are fixed on the side frames. If it is necessary, the cabinet can 

be equipped with an additional pair of 19" vertical profiles.
Assembly sequence
Insert the M6 nutserts into the holes of the side frame, fix the vertical profile with M6ґ15 screws 

(figure 2).
Fasten the side frames to the basements with M6ґ15 screws and M4ґ8 screws with tab washers 

4 (figure 3).
Glass door installation
Insert the lock into the hole of the door handle, having previously unscrewed the nut from it. 

Install the door handle with the lock into the glass hole and secure with a nut (figure 4). 
Check that the lock is installed correctly. When properly installed, the lock is moved to the 

“closed” position from top to bottom without much effort 
When installing a glass door, in case of difficulties with closing, adjust the position of the glass 

horizontally: loosen the hinges, move the glass closer to the outer plane of the side frame and try to 
close the door again (figure 5).

Installation of metallic door*
The installation of a lock in a metallic door is carried out by analogy with the installation of a lock 

in a glass door.
When installing a metallic door, pull down the movable part of the hinge until the axes of the 

hinge coincide with the holes in the basements (figure 6).
Install the back wall (user supplied) by aligning the holes in the wall with the holes on the side 

frames and fixing it with six M4ґ8 screws (figure 7).
After the end of the assembly, stick a marking tape on the front surface of the vertical profile, 

previously prepared along the length in accordance with the height of the cabinet in the units.
To fix the cabinet on the wall, follow these steps:
– mark four holes on the wall, taking into account the values N and L (table 2);
– drill four holes according to the marking to a depth of 70 mm;
– hammer dowels into the holes;
– screw 6.3ґ50 mm screws with a 6 mm flat washer into the dowels; 
– hang the cabinet on the screws.

ATTENTION
The wall mounting kit is not included in the cabinet package.

ûUpon completion of the preparation of the cabinet for operation, install the grounding circuit 
(figure 8). M6 nuts (with flange) are used to attach the grounding wires to the grounding pins. 

To attach the grounding wires to the mounting profiles, use M6ґ14 bolts (with flange) and M6 
nuts (with flange):

– attach one end of the grounding wire to the rail, the other to the stud on the basement of the 
cabinet. Repeat these steps for the second rail;

– attach one end of the grounding wire to the door stud, the other to the stud on the basement 
of the cabinet *;

– attach one end of the grounding wire to the stud on the upper basement, the other to the 
nearest rail.

Safety precautions
FORBIDDEN  

To stand on the cabinet, to hang by the cabinet. To apply any mechanical load to the cabinet.
To install the equipment when the electrical voltage is on. Operation without connection 

to a ground circuit.
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* For versions of cabinets with a metallic door.



All work on installation and maintenance of the product should be carried out in a de-energized 
state by specially trained personnel in compliance with the requirements of reference 
documentation in the field of electrical engineering.

The cabinet should be connected to the grounding circuit.
The cabinet is non-repairable.
If a malfunction is detected during the warranty period, it is necessary to contact the 

organization where the product was purchased or the representative office.
If a malfunction is detected after the warranty period, dispose the product.

Transport, storage and disposal
Transportation of product is allowed by any type of covered transport that provides protection 

against mechanical damage, pollution and moisture ingress, at ambient tem-perature from 
minus 50 °C to plus 50 °C.

Storage conditions of products are canopies or rooms where fluctuations in temperature and 
humidity are not significantly different from fluctuations in the open air. The temperature should 
correspond to the range from minus 50 °C to plus 50 °C.

Dispose the cabinet housing parts with scrap metal.
Dispose glass with a glass scrap.

Manufacturer's warranty
The warranty period of the cabinet is 3 years from the date of sale, if the consumer observes the 

conditions of transportation, storage, installation and operation.
Service life of cabinet – 25 years.

Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating temperature (-10… +45) °Ñ

Îòíîñèòåëüíàÿ âëàæíîñòü / Relative humidity Äî 80 % ïðè 25 °Ñ / Up to  80 % at 25 °Ñ

Ñòåïåíü çàùèòû êîðïóñà ïî ÃÎÑÒ 14254 (IEC 60529) / Degree of 
protection of housing according to IEC 60529

IP20

Ñòåïåíü çàùèòû îò âíåøíåãî ìåõàíè÷åñêîãî âîçäåéñòâèÿ ïî 
ÃÎÑÒ IEC 62262 / Degree of protection against external mechanical impact 
according to IEC 62262

IK08 – äëÿ øêàôîâ ñî ñòåêëÿííûìè äâåðÿìè / for cabinets with 
glass doors
IK10 – äëÿ øêàôîâ áåç ñòåêëÿííûõ äâåðåé / for cabinets without 
glass doors

Öâåò / Colour RAL 7035 (ñåðûé) èëè RAL 9005 (÷åðíûé) / RAL 7035 (gray) 
or RAL 9005 (black)

Ìàêñèìàëüíàÿ ñòàòè÷åñêàÿ íàãðóçêà, êã / Maximal static load carrying 
capacity, kg

50 êã (íà ñòåíå), 100 êã (íà îïîðàõ) / 50 kg (on the wall), 100 kg 
(on supports)
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Òàáëèöà / Table 2

Èñïîëíåíèå / 
Version

Âûñîòà, U / 
Height, U

Í, mm Â, mm Â1, mm N, mm L, mm Ìàññà ïðè èñïîëíåíèè äâåðè, êã / Weight, kg, when the 
door made of following materials

Ìåòàëëè÷åñêàÿ / 
Metallic

Ñòåêëÿííàÿ / 
Glass

Ïåðôîðèðîâàííàÿ /  
Perforated

LWEÕ-06U53-YY 6 320 350 304 155 530 7.23 7.53 –

LWEÕ-09U53-YY 9 450 285 8.64 9.16 –

LWEÕ-12U53-YY 12 585 420 10.11 10.83 –

LWEÕ-15U53-YY 15 715 550 11.53 12.46 –

LWEÕ-06U64-YY 6 320 450 408 155 555 9.89 10.21 –

LWEÕ-09U64-YY 9 450 285 11.66 12.25 –

LWEÕ-12U64-YY 12 585 420 13.49 14.23 –

LWEÕ-15U64-YY 15 715 550 15.25 16.27 –
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Ïðîäîëæåíèå òàáëèöû 2 / Continuation of the table 2

Òàáëèöà / Table 3

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî / 
Quantity

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî, øò. / 
Quantity, pcs

Êîìïëåêòàöèÿ øêàôà: / Completeness of the cabinet: Ñîñòàâ êðåïåæà è àêñåññóàðîâ: / Fasteners and asseccoires set:

Îñíîâàíèå / Basement 2 øò. / 2 pcs Çàìîê / Lock 1

Ðàìà áîêîâàÿ / Side frame 2 øò. / 2 pcs Ëåíòà ìàðêèðîâî÷íàÿ / Flagging tape 1

Äâåðü / Door 1 øò. / 1 pcs Âèíò Ì6ґ15 / Screw Ì6ґ15 20

24*

Ïðîôèëü âåðòèêàëüíûé 19" / 19"vetical 
profile

2 øò. / 2 pcs Ãàéêà Ì6 (çàêëàäíàÿ) / Nut Ì6 (nutsert) 4

4 øò. / 4 pcs* 8*

Êðåïåæ è àêñåññóàðû / Fasteners and 
asseccoires

1 êîìï. / 1 set Âèíò Ì4ґ8 (ñàìîðåç) / Screw Ì4ґ8 (self tapper ) 8

Ïàñïîðò / Passport 1 ýêç. / 1 copy Ïåòëè äëÿ ñòåêëÿííîé äâåðè / Hinges for glass door 2**

Ðó÷êà äâåðè / Door-handle 1**

Øàéáà Ì6 / Washer Ì6 2

Ïðîâîä çàçåìëåíèÿ / Grounding wire 4

Øàéáà ñòîïîðíàÿ 4 / Tab washer 4 8

Áîëò Ì6ґ14 (ñ ôëàíöåì) / Bolt Ì6ґ14 (flanged) 3

Ãàéêà Ì6 (ñ ôëàíöåì) / Nut Ì6 (flanged) 8

* Äëÿ èñïîëíåíèé ãàáàðèòà 600ґ650 ìì. 
** Äëÿ èñïîëíåíèé ñî ñòåêëÿííîé äâåðüþ. / 
* For versions with dimension of 600ґ650 mm.
**  For versions with glass door.

Èñïîëíåíèå / 
Version

Âûñîòà, U / 
Height, U

Í, mm Â, mm Â1, mm N, mm L, mm Ìàññà ïðè èñïîëíåíèè äâåðè, êã / Weight, kg, when the 
door made of following materials

Ìåòàëëè÷åñêàÿ / 
Metallic

Ñòåêëÿííàÿ / 
Glass

Ïåðôîðèðîâàííàÿ /  
Perforated

LWEÕ-06U66-YY 6 320 600 558 155 555 12.48 12.80 12.48

LWEÕ-09U66-YY 9 450 285 14.56 15.15 14.47

LWEÕ-12U66-YY 12 585 420 16.71 17.45 16.52

LWEÕ-15U66-YY 15 715 550 21.07 22.37 18.49

LWEÕ-18U66-YY 18 850 685 – – 20.60

LWEÕ-06U67-YY 6 320 650 608 155 555 13.64 13.96 –

LWEÕ-09U67-YY 9 450 285 15.96 16.55 15.87

LWEÕ-12U67-YY 12 585 420 18.36 19.10 18.18

LWEÕ-15U67-YY 15 715 550 20.68 21.69 20.39

LWEÕ-18U67-YY 18 850 685 23.10 24.27 22.74

Ïðèìå÷àíèÿ
1 X – 3 – ïîêðûòèå ÏÏÊ RAL 7035 öâåò ñåðûé;
 5 – ïîêðûòèå ÏÏÊ RAL 9005 öâåò ÷åðíûé;
2 YY – òèï èñïîëíåíèÿ ïåðåäíåé äâåðè â ñîîòâåòñòâèè ñ îáîçíà÷åíèåì:
   GF – äâåðü ñòåêëî;
   MF – äâåðü ìåòàëë;
   PF – ïåðôîðèðîâàííàÿ. / 
Notes
1 X – 3 – PPK RAL 7035 coating gray colour;
 5 – PPK RAL 9005 coating black colour;
2 YY – version of the front door in accordance with the designation:
   GF – glass door;
   MF – metallic door;
   PF – perforated.
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Ðèñóíîê 1 – Âíåøíèé âèä / Figure 1 – Appearance

1 – Äâåðü ìåòàëëè÷åñêàÿ / Metallic door
2 – Äâåðü ïåðôîðèðîâàííàÿ / Perforated door
2 – Äâåðü ñî ñòåêëîì / Glass door
3 – Îñíîâàíèå / Basement
4 – Ïðîôèëü âåðòèêàëüíûé / Vertical profile
5 – Ðàìà áîêîâàÿ / Side frame
6 – Ñòåíêà çàäíÿÿ / Back wall

Вид спереди / Front view

Вид сзади без стенки / 
Back view without wall

Вид сверху/снизу /
Top /bottom view 

Ðèñóíîê / Figure 2

Гайка М6 (закладная) / 
Nutsert M6

Винт М6ґ15 / 
Screw M6ґ15

1 2 3 4 6

7

600

Н

В1

20

A-A

N

L

4
4
,4

5

450

3
5

1
6
3

226,5

453

140

1
0

В

5

A

A



Ðèñóíîê / Figure 3

Крепеж М6 / 
Fastener M6

Входит в состав
боковой рамы / 

Included in the set 
of side frame

Ручка двери / Door handle

Замок / Lock

Стекло / Glass Петля / Hinge

Шайба стопорная 4 / Tab washer 4

9

Ðèñóíîê / Figure 4

Винт М6ґ15 / 
Screw M6ґ15

Винт М4ґ8 (саморез) / 
Self-tapping screw M4ґ8

Ðèñóíîê / Figure 5

Стекло / Glass



МП

Ïðèìå÷àíèå – Íà äàííîì ðèñóíêå äâåðü íå ïîêàçàíà / Note – The door is not shown in this figure. 

Ðèñóíîê / Figure 8

Издание / Version 3
10

Ðèñóíîê / Figure 6

Шайба Ж6 / Washer 

Ðèñóíîê / Figure 7

Винт М4ґ8 (саморез) / 
Screw M4ґ8 (self tapper)

Стенка задняя / Rear wall

Провод заземления / Grounding wire

Болт М6ґ14 (с фланцем) / Bolt M6ґ14 (with flange)

Гайка М6 (с фланцем) / M6 nut (with flange)
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