
Ïàðàìåòð Çíà÷åíèå

Èñòî÷íèê ïèòàíèÿ 2ґ1,5 Â áàòàðåéêà òèïà ÀÀÀ

ïî ÃÎÑÒ 14254 (IEC 60529)
Ñòåïåíü çàùèòû IP20

Êîìïëåêòàöèÿ Äåòåêòîð íàïðÿæåíèÿ – 1 øò, áàòàðåéêà 1,5 Â òèïà ÀÀÀ – 2 øò., 
ïàñïîðò – 1 øò.
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Íå ïðèêëàäûâàéòå ÷ðåçìåðíîå óñèëèå.
4. Ïðîâåðüòå èñïðàâíîñòü äåòåêòîðà 

óñòàíîâêè.
3. Çàêðóòèòå êðûøêó áàòàðåéíîãî îòñåêà. 

íàïðÿæåíèÿ íà èçâåñòíîì èñòî÷íèêå 
ïåðåìåííîãî íàïðÿæåíèÿ â ïðåäåëàõ 
ðàáî÷åãî äèàïàçîíà.

Çàìåíà ýëåìåíòîâ ïèòàíèÿ

1. Îòêðóòèòå êðûøêó áàòàðåéíîãî îòñåêà 
â çàäíåé ÷àñòè äåòåêòîðà.

2. Çàìåíèòå äâà èçðàñõîäîâàííûõ ýëåìåíòà 
ïèòàíèÿ, ñîáëþäàÿ ïîëÿðíîñòü 

Âî èçáåæàíèå ïîðàæåíèÿ ýëåêòðè÷åñêèì òîêîì, íåîáõîäèìî 
ðóêîâîäñòâîâàòüñÿ ñëåäóþùèìè ïðàâèëàìè:

Ìåðû áåçîïàñíîñòè 

l Ïåðåä èñïîëüçîâàíèåì ïðèáîðà îçíàêîìüòåñü ñ ïðàâèëàìè 
òåõíèêè áåçîïàñíîñòè.

l Âíèìàòåëüíî èçó÷èòå âñå èíñòðóêöèè ïåðåä íà÷àëîì ðàáîòû 
ñ ïðèáîðîì.

l Èñïîëüçóéòå ïðèáîð òîëüêî ïî íàçíà÷åíèþ. 
l Ïðîâåðüòå èñïðàâíîñòü äåòåêòîðà íà èçâåñòíîì èñòî÷íèêå 

íàïðÿæåíèÿ ïåðåä èñïîëüçîâàíèåì.
l Ïåðåä èñïîëüçîâàíèåì ïðîâåðüòå ïðèáîð íà íàëè÷èå 

ìåõàíè÷åñêèõ ïîâðåæäåíèé. Ïðè âîçíèêíîâåíèè ñîìíåíèé, çàìåíèòå 
äåòåêòîð.

l Íå èñïîëüçóéòå òåñòåð äëÿ êîíòðîëÿ íàïðÿæåíèé, 

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè 
 

ÄÅÒÅÊÒÎÐ ÍÀÏÐßÆÅÍÈß 
ÁÅÑÊÎÍÒÀÊÒÍÛÉ VD10 

ñåðèè ARMA2L 5 òîâàðíîãî çíàêà IEK (äàëåå – äåòåêòîð) 

Äåòåêòîð íàïðÿæåíèÿ ñîîòâåòñòâóåò òðåáîâàíèÿì òåõíè÷åñêîãî 
ðåãëàìåíòà ÒÐ ÒÑ 020/2011.

ïðåäíàçíà÷åí äëÿ îáíàðóæåíèÿ íàïðÿæåíèÿ ïåðåìåííîãî 
òîêà â ñåòè.

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Äåòåêòîð íàïðÿæåíèÿ áåñêîíòàêòíûé VD10 

Ñòðóêòóðíàÿ ñõåìà äåòåêòîðà

l Áóäüòå îñòîðîæíû ïðè ðàáîòå ñ íàïðÿæåíèÿìè, 
ïðåâûøàþùèìè 30 Â ïåðåìåííîãî òîêà.

l Ïðèìåíÿéòå ñðåäñòâà èíäèâèäóàëüíîé çàùèòû ïðè ðàáîòå 
ñ ýëåêòðè÷åñêèìè óñòàíîâêàìè, îñîáåííî â ñëó÷àå âûñîêèõ 
íàïðÿæåíèé.

×òî áû âêëþ÷èòü/îòêëþ÷èòü äåòåêòîð íàïðÿæåíèÿ, íàæìèòå 
êíîïêó (      ). Ïðè âêëþ÷åíèè óñòðîéñòâî òåñòèðóåò âñå èíäèêàòîðû 
íà ðàáîòîñïîñîáíîñòü, ïîñëå ýòîãî êíîïêà ñâåòèòñÿ çåëåíûì, çíà÷èò 
ïðèáîð ãîòîâ ê ðàáîòå.

ïåðåìåííîãî òîêà – íàæìèòå êíîïêó (      ).

Ïðèìå÷àíèå:

Òåõíè÷åñêèå äàííûå

ïðåâûøàþùèõ äîïóñòèìîå çíà÷åíèå, óêàçàííîå íà ïðèáîðå 
è â ïàñïîðòå.

l Ïî âîçìîæíîñòè íå ïðîâîäèòå èçìåðåíèÿ â îäèíî÷êó.
l Åñëè ïðèáîð íå èñïîëüçóåòñÿ äëèòåëüíîå âðåìÿ, èçâëåêèòå 

ýëåìåíòû ïèòàíèÿ è ñîáëþäàåòå óñëîâèÿ õðàíåíèÿ, óêàçàííûå 
â íàñòîÿùåì ïàñïîðòå.

1. Âêëþ÷åíèå

2. Ïðåäâàðèòåëüíûé êîíòðîëü
Ïåðåä íà÷àëîì ðàáîòû ïðîâåðüòå èñïðàâíîñòü äåòåêòîðà 

íàïðÿæåíèÿ íà èçâåñòíîì èñòî÷íèêå ïåðåìåííîãî íàïðÿæåíèÿ 
â ïðåäåëàõ ðàáî÷åãî äèàïàçîíà.

3. Ñòàíäàðòíûé ðåæèì èíäèêàöèè (48~1000 Â AC)

l Åñëè ýëåìåíò ïèòàíèÿ ðàçðÿæåí – íå èñïîëüçóéòå ïðèáîð 
è çàìåíèòå ýëåìåíò ïèòàíèÿ íà èñïðàâíûé.

Ðàçìåñòèòå äàò÷èê (1) ðÿäîì ñ èñòî÷íèêîì ïåðåìåííîãî 
íàïðÿæåíèÿ (ïðèìåðíî íà ðàññòîÿíèè <1 ñì). Åñëè òåñòåð 
îáíàðóæèâàåò íàïðÿæåíèå â ðàáî÷åì äèàïàçîíå çíà÷åíèé, 
òî çàãîðèòñÿ èíäèêàòîð ñîîòâåòñòâóþùåé èíòåíñèâíîñòè (íèçêîé, 
ñðåäíåé, âûñîêîé) è çâóêîâîé ñèãíàë. 

Èíñòðóêöèÿ ïî ðàáîòå ñ äåòåêòîðîì íàïðÿæåíèÿ 

l Èñïîëüçóéòå ýëåìåíòû ïèòàíèÿ (áàòàðåéêè) óêàçàííûå 
â íàñòîÿùåì ïàñïîðòå.

Ïðè îáíàðóæåíèè íàïðÿæåíèÿ ïåðåìåííîãî òîêà ìèãàåò 
çåëåíûé èíäèêàòîð èíòåíñèâíîñòè (íèçêèé).

Ïðè îáíàðóæåíèè áîëåå âûñîêîãî íàïðÿæåíèÿ ïåðåìåííîãî 
òîêà çàãîðàåòñÿ çåëåíûé èíäèêàòîð èíòåíñèâíîñòè (ñðåäíèé).

Ïðè îáíàðóæåíèè ñàìîãî âûñîêîãî íàïðÿæåíèÿ ïåðåìåííîãî 
òîêà çàãîðàåòñÿ êðàñíûé èíäèêàòîð èíòåíñèâíîñòè (âûñîêèé).

×òîáû âêëþ÷èòü èíäèêàöèþ â äèàïàçîíå 12~1000 Â

4. Äëÿ âêëþ÷åíèÿ è îòêëþ÷åíèÿ ôîíàðèêà íàæìèòå êíîïêó (      ).

Ïðèáîð íå ïðåäíàçíà÷åí äëÿ îáíàðóæåíèÿ ñêðûòîé ïðîâîäêè 
â ñòåíå.
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1 2 3

1 Äàò÷èê áåñêîíòàêòíîãî äåòåêòîðà íàïðÿæåíèÿ

2 Ôîíàðèê 

3 Èíäèêàòîð ñèãíàëà íàâåäåííîãî íàïðÿæåíèÿ

4 Èíäèêàòîð èíòåíñèâíîñòè ñèãíàëà íàâåäåííîãî íàïðÿæåíèÿ

5 Êíîïêà âêëþ÷åíèÿ/îòêëþ÷åíèÿ

6 Êíîïêà âêëþ÷åíèÿ/îòêëþ÷åíèÿ ôîíàðèêà

7 Êíîïêà âêëþ÷åíèÿ ïîâûøåííîé ÷óâñòâèòåëüíîñòè

8 Îòñåê äëÿ ýëåìåíòîâ ïèòàíèÿ Ïàðàìåòð Çíà÷åíèå

Äèàïàçîí íàïðÿæåíèÿ 
ïåðåìåííîãî òîêà, Â 

îò 12 äî 1000 Â (åñëè âêëþ÷åí 
ðåæèì ïîâûøåííîé 
÷óâñòâèòåëüíîñòè)

îò 48 äî 1000 Â (åñëè ðåæèì 
ïîâûøåííîé ÷óâñòâèòåëüíîñòè 
îòêëþ÷åí)

×àñòîòà, Ãö 50 

Ìåòîä èíäèêàöèè Çâóêîâàÿ è ñâåòîâàÿ

Àâòîîòêëþ÷åíèå 5 ìèíóò áåçäåéñòâèÿ

Èíäèêàöèÿ èíòåíñèâíîñòè 
ñèãíàëà (çåëåíûé ìîðãàþùèé), íèçêèé (çåëåíûé ñâåòÿùèéñÿ) 

3 óðîâíÿ: âûñîêèé (êðàñíûé ìîðãàþùèé), ñðåäíèé 

è çâóêîâàÿ èíäèêàöèÿ ðàçëè÷íîé ÷àñòîòû 

ïî ÃÎÑÒ IEC 61010-1 
Ñòåïåíü çàãðÿçíåíèÿ 2

Êàòåãîðèÿ èçìåðåíèÿ CAT III

ïî ÃÎÑÒ Ð 58698 (ÌÝÊ 61140)
Êëàññ çàùèòû II

Ðàáî÷àÿ òåìïåðàòóðà îò 0 °Ñ äî ïëþñ 40 °Ñ ïðè RH äî 70 %

Òåõíè÷åñêèå äàííûå (ïðîäîëæåíèå)
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1 2 3

of IEK trademark (hereinafter – tester) is designed to detect 
Non-contact AC voltage tester VD10 of ARMA2L 5 series 
Basic product data

AC voltage in the network.
The tester meets the requirements of LVD Directive 2014/35/EU, 

ÅÌÑ Directive 2014/30/EU, RoHS Directive 2011/65/EU. 

Structural diagram of the tester

Èçäàíèå / Version 1
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l If the battery is discharged, do not use the device and replace the 
battery with a good one.

l Do not use the tester to control voltages that exceed the allowable 
value indicated on the device and in the passport.

l If the device is not used for a long time, remove the batteries and 
observe the storage conditions specified in this passport.

1. Switching-on 

2. Preliminary control

l Read the safety instructions before using the device.

l Check the tester with a known voltage source before use.

l Read all instructions carefully before using the tester.

Safety precaution 

l Be careful when working with voltages greater than 30 V AC.

l To avoid electric shock, the following rules must be observed:

l Before use, check the device for mechanical damage. If in doubt, 
replace the tester.

l Use personal protective equipment when working on electrical 
installations, especially in the case of high voltages.

l Use the device only for its intended purpose. 

l Use the batteries specified in this passport.
l If possible, do not take measurements alone.

Instructions for tester operation 

To on/off the tester, press the button (       ). When switched on, the 
device tests all indicators for operability, after which the button glows green, 
which means the device is ready for use.

Before starting work, check the operation of the tester on a known 
source of alternating voltage within the operating range.

Place the sensor (1) close to the AC voltage source (approximately 
<1 cm). If the tester detects voltage in the operating range of values, then 
the indicator of the corresponding intensity (low, medium, high) will light 
up and a signal will sound. 

To turn on the indication in the range of 12~1000 V AC, press the 

The device is not designed to detect hidden wiring in the wall.

When AC voltage is detected, the green intensity indicator (low) flashes.
If a higher AC voltage is detected, the green intensity indicator 

(middle) will light up.

Technical data

When the highest AC voltage is detected, the red intensity indicator 
(high) lights up.

4. Press the (      ) button to turn the flashlight on and off.
button (      ).

3. Standard display mode (48~1000V AC)

Note:

1 Non-contact voltage tester sensor

2 Flashlight

3 Induced voltage signal indicator

4 Induced voltage signal intensity indicator

5 Power on/off button

6 Flashlight on/off button

7 Enhanced sensitivity enable button

8 Compartment for batteries

Parameter Value

AC voltage range, V 12 to 1000 V (if the high 
sensitivity mode is on)

48 to 1000 V (if the high 
sensitivity mode is off)

Frequency, Hz 50 

Indication method sound and light

Automatic shutdown 5 minutes of inactivity

Signal intensity indication 3 levels: high (red blinking), medium (green blinking), low 
(green glowing) and sound indication of different frequency

Pollution degree acc.to IEC 61010-1 2

Measurement category CAT III

Protection class acc. to IEC 61140 II

Operating temperature from 0 °Ñ to plus 40 °Ñ at RH up to 70 %

Power source 2ґ1,5 V AAA battery

Degree of protection acc. to IEC 60529 IP20

Complete set Non-contact AC voltage tester – 1 pc., battery 1,5 V type AAA – 2 pcs., 
passport – 1 pc.

Service life, years 10

Warranty period (from the date of sale, 
subject to the rules of transportation, 
storage and operation), years

2

Dimensions (HґWґD), mm 156ґ20ґ20

Weight without batteries, g 45
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Battery replacement

1. Unscrew the battery cover at the back of 
the detector.

2. Replace two batteries, observing the 
polarity of the installation.

3. Screw on the battery cover. Do not apply 
excessive force.

4. Verify the voltage detector is working on 
a known AC voltage source within 
the operating range.
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