
Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè 

Êîííåêòîð êàáåëüíûé ãåðìåòè÷íûé IP68 òîâàðíîãî çíàêà IEK (äàëåå – 
êîííåêòîð) ïðåäíàçíà÷åí äëÿ ñîåäèíåíèÿ è ðàñïðåäåëåíèÿ ýëåêòðè÷åñêèõ 
ïðîâîäíèêîâ, êîòîðûì òðåáóåòñÿ îáåñïå÷èòü ïîëíóþ ãåðìåòè÷íîñòü.

Òåõíè÷åñêèå äàííûå

Ãàáàðèòíûå è óñòàíîâî÷íûå ðàçìåðû êîííåêòîðîâ ïðèâåäåíû 
íà ðèñóíêàõ 1–4.

Â êîìïëåêò ïîñòàâêè âõîäèò:

Ìåðû áåçîïàñíîñòè

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

Êîííåêòîð ñîîòâåòñòâóåò òðåáîâàíèÿì ÒÐ ÒÑ 004/2011.

Îñíîâíûå òåõíè÷åñêèå äàííûå êîííåêòîðîâ ïðèâåäåíû â òàáëèöå 1.

Êîìïëåêòíîñòü

– êîííåêòîð êàáåëüíûé ãåðìåòè÷íûé IP68 – 1 øò.

Âñå ðàáîòû ïî ìîíòàæó è òåõíè÷åñêîìó îáñëóæèâàíèþ äîëæíû 
ïðîèçâîäèòüñÿ â îáåñòî÷åííîì ñîñòîÿíèè ýëåêòðîñåòè ñïåöèàëüíî 
îáó÷åííûì ïåðñîíàëîì ñ ñîáëþäåíèåì òðåáîâàíèé íîðìàòèâíî-òåõíè÷åñêîé 
äîêóìåíòàöèè â îáëàñòè ýëåêòðîòåõíèêè.

Çàùèòà ïåðñîíàëà îò ïðèêîñíîâåíèÿ ê òîêîâåäóùèì ÷àñòÿì îáåñïå÷è-
âàåòñÿ îñíîâíîé èçîëÿöèåé òîêîâåäóùèõ ÷àñòåé.

Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ
Òðàíñïîðòèðîâàíèå êîííåêòîðîâ â ÷àñòè âîçäåéñòâèÿ ìåõàíè÷åñêèõ 

ôàêòîðîâ îñóùåñòâëÿåòñÿ ïî ãðóïïå Ñ è Æ ÃÎÑÒ 23216, êëèìàòè÷åñêèõ 
ôàêòîðîâ – ïî ãðóïïå 4(Æ2) ÃÎÑÒ 15150 ïðè òåìïåðàòóðå îêðóæàþùåé 
ñðåäû îò ìèíóñ 40 °Ñ äî ïëþñ 50 °Ñ è îòíîñèòåëüíîé âëàæíîñòè 90 % ïðè 
ïëþñ 20 °Ñ.

Òðàíñïîðòèðîâàíèå êîííåêòîðîâ äîïóñêàåòñÿ ëþáûì âèäîì êðûòîãî 
òðàíñïîðòà â óïàêîâêå èçãîòîâèòåëÿ, îáåñïå÷èâàþùèì ïðåäîõðàíåíèå 
óïàêîâàííûõ êëåìì îò ìåõàíè÷åñêèõ ïîâðåæäåíèé, çàãðÿçíåíèÿ 
è ïîïàäàíèÿ âëàãè. 

Ïî èñòå÷åíèè ñðîêà ñëóæáû èçäåëèå óòèëèçèðîâàòü.

Êîííåêòîð íåðåìîíòîïðèãîäåí. Äîïóñêàåòñÿ ìíîãîðàçîâîå 
èñïîëüçîâàíèå. Ïðè îáíàðóæåíèè íåèñïðàâíîñòè ïî èñòå÷åíèè ãàðàíòèéíîãî 
ñðîêà èçäåëèå óòèëèçèðîâàòü.
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Õðàíåíèå êîííåêòîðîâ îñóùåñòâëÿåòñÿ òîëüêî â óïàêîâêå èçãîòîâèòåëÿ 
â ïîìåùåíèÿõ ñ åñòåñòâåííîé âåíòèëÿöèåé ïðè òåìïåðàòóðå îêðóæàþùåãî 
âîçäóõà îò ìèíóñ 40 °Ñ äî ïëþñ 50 °Ñ è îòíîñèòåëüíîé âëàæíîñòè íå áîëåå 
90 % ïðè òåìïåðàòóðå ïëþñ 20 °Ñ. Äîïóñêàåòñÿ õðàíåíèå ïðè 
îòíîñèòåëüíîé âëàæíîñòè 50 % è òåìïåðàòóðå ïëþñ 40 °Ñ.

Ñðîê ñëóæáû è ãàðàíòèè èçãîòîâèòåëÿ

Óòèëèçàöèÿ èçäåëèé ïðîèçâîäèòñÿ ïóò¸ì ïåðåäà÷è êîííåêòîðîâ è èõ 
÷àñòåé ñïåöèàëèçèðîâàííûì îðãàíèçàöèÿì.

Ñðîê ñëóæáû êîííåêòîðîâ – 5 ëåò.
Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè êîííåêòîðîâ – 2 ãîäà ñ äàòû ïðîäàæè 

ïîòðåáèòåëþ ïðè óñëîâèè ñîáëþäåíèÿ ïîòðåáèòåëåì òðåáîâàíèé 
òðàíñïîðòèðîâàíèÿ, õðàíåíèÿ è ýêñïëóàòàöèè.

HERMETICALLY SEALED CABLE CONNECTOREN

Protection of personnel against contact with live parts is provided by basic 
insulation of live parts.

The connector meets the requirements of Directive RoHS 2011/65/EU, 
2015/863, Directive 2014/35/EU.

The main technical data of the connectors are given in table 1.
Overall and mounting dimensions of the connectors are shown in figures 1–4.

Basic product data 

Complete set

– hermetically sealed cable connector IP68 – 1 pc.

All installation and maintenance works should be carried out in the de-
energized state by trained personnel in accordance with electrical engineering 
standards and regulations.

Technical data

The scope of delivery includes:

Safety Precautions

Hermetically sealed cable connector IP68 of IEK trademark (hereinafter – 
the connector) is designed for connection and distribution of electrical 
conductors that need to ensure full sealing.
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Connectors can be transported by any kind of covered transport in 
manufacturer's package, providing protection of packed connectors from 
mechanical damage, dirt and moisture ingress. 

Dispose of the product at the end of its service life.

Storage of connectors is carried out only in the manufacturer's package in 
premises with natural ventilation at ambient air temperature from minus 40 °Ñ to 
plus 50 °Ñ and relative humidity not more than 90 % at temperature plus 20 °Ñ. 
Storage at relative humidity of 50 % and temperature plus 40 °Ñ is allowed.

Product disposal is carried out by means of transfer of connectors and their 
parts to specialized organizations.

Service life and warranties of the manufacturer

Warranty period of the connectors operation – 2 years from the date of sale 
to the consumer provided the consumer follows the requirements of 
transportation, storage and operation.

The connector is non-repairable. It can be used repeatedly. Dispose of the 
product at the end of the warranty period if any malfunctions are found.

Service life of the connectors – 5 years.

Connectors are transported at ambient temperature from minus 40 °Ñ 
to plus 50 °Ñ and relative humidity 90 % at plus 20 °Ñ.

Transportation, storage and disposal

Òàáëèöà 1 – Òåõíè÷åñêèå äàííûå  / Table 1 – Technical data

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination  

Çíà÷åíèå / Value

WTP-102 WTP-104 WTP-106 WTP-108 WTP-204 WTP-302

Êîëè÷åñòâî êîíòàêòîâ  / quantity of contacts 3 5 3 3 3 3

Íîìèíàëüíûé òîê, À  / Rated contact, À 16 17,5 16 17,5 20 17,5

Íîìèíàëüíîå íàïðÿæåíèå, Â / Rated voltage, B 450

2 2ìì  / Rated connecting capacity, mm  
Íîìèíàëüíàÿ ïðèñîåäèíÿþùàÿ ñïîñîáíîñòü, 0,5–2,5 0,5–1,5 0,5–2,5 0,5–1,5 0,5–2,5 0,5–1,5

Âíåøíèé äèàìåòð ïðèñîåäèíÿåìîãî êàáåëÿ, ìì / 
Outer diameter of the connected cable, mm

5–12 5–12 5–12 5–12 3,5–10 3,5–10

Êîëè÷åñòâî è äèàìåòð óïëîòíèòåëüíûõ êîëåö äëÿ 
êàáåëüíîãî ââîäà / Quantity and diameter of orings 
for cable gland

2ґЖ8,5
2ґЖ11,5

2ґЖ8,5
2ґЖ12

3ґЖ8,5
3ґЖ11,5

4ґЖ8,5
4ґЖ12

2ґЖ6,5
2ґЖ8,1
2ґЖ10,2

2ґЖ8,1
2ґЖ9,8

2ґЖ6,5

Òèï çàæèìà / Clamp type Áåçâèíòîâîé / Screwless Âèíòîâîé / Screw

Êðóòÿùèé ìîìåíò ïðè çàòÿãèâàíèè âèíòîâ, ÍЧì / 
Tightening torque of screws, NЧm

– 0,4
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Ãàáàðèòíûå ðàçìåðû êîðîáîê / Overall dimensions of boxes

Ðèñóíîê / Figure 1 – WTP-302, WTP-102, WTP-104

L

D W

Уплотнительное кольцо / o-rings WTP-104 WTP-102 WTP-302

Èñïîëíåíèå / 
Design

Ðàçìåð, ìì / Dimension, mm

L D W

WTP-302 79-59,5 20,3 18,5

WTP-102 86,5-76 24,5 22

WTP-104 105-92 30,3 26,5

Òàáëèöà 1 (ïðîäîëæåíèå)  / Table 1 (continuation)

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination  

Çíà÷åíèå / Value

WTP-102 WTP-104 WTP-106 WTP-108 WTP-204 WTP-302

Ìàòåðèàë / Material Ïîëèàìèä 66 / PA 66

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 (IEC 60529) /  
Protection degree according to IEC 60529

IP68

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating 
temperature

(–40 … +105) °Ñ
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Ðèñóíîê / Figure 3 – WTP-108
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Ðèñóíîê / Figure 2 – WTP-106
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Уплотнительное кольцо / o-rings
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Ðèñóíîê / Figure 4 – WTP-204
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Èçäàíèå / Version 2 Bs
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