
Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè 

Êîìïëåêò êðåïëåíèÿ ëåíòà/ñêðåïà òèïà ÊËÑ-1 201/304, êîìïëåêò 
êðåïëåíèÿ ëåíòà/áóãåëü òèïà ÊËÁ-1 201/304 òîâàðíîãî çíàêà IEK (äàëåå – 
êîìïëåêò) ïðåäíàçíà÷åí äëÿ:

– êðåïëåíèÿ êðîíøòåéíîâ àíêåðíûõ è ïîääåðæèâàþùèõ çàæèìîâ 
ê îïîðàì ëèíèé ýëåêòðîïåðåäà÷è íàïðÿæåíèåì äî 1 êÂ;

– êðåïëåíèÿ òðóáîê èç ÏÂÕ, ïðåäíàçíà÷åííûõ äëÿ ìåõàíè÷åñêîé 
çàùèòû îêîí÷àíèÿ ïðîâîäîâ;

– êðåïëåíèÿ àëþìèíèåâûõ èëè ÏÂÕ- ïðîôèëåé, ïðåäíàçíà÷åííûõ äëÿ 
ìåõàíè÷åñêîé çàùèòû êàáåëåé è ïðîâîäîâ, ïðîëîæåííûõ âäîëü îïîð;

– êðåïëåíèÿ ïëàñòìàññîâûõ ïðèñïîñîáëåíèé (îñíîâàíèé), 
ïðåäíàçíà÷åííûõ äëÿ êðåïëåíèÿ êàáåëåé è ïðîâîäîâ íà îïîðàõ èëè 
ïåðåãîðîäêàõ;

– êðåïëåíèÿ è ìîíòàæà äðóãèõ îáúåêòîâ, â êîòîðûõ íåîáõîäèìî 
îáåñïå÷èòü ïðî÷íîñòü è äîëãîâå÷íîñòü êðåïëåíèÿ.

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

Ïîðÿäîê ìîíòàæà êîìïëåêòà:

Êîìïëåêò ïðåäíàçíà÷åí äëÿ èñïîëüçîâàíèÿ îäèí ðàç. Ïîâòîðíîå 
èñïîëüçîâàíèå â óçëå êðåïëåíèÿ àðìàòóðû íå äîïóñêàåòñÿ. 

ÂÍÈÌÀÍÈÅ

Òåõíè÷åñêèå äàííûå

Â òå÷åíèå âñåãî ñðîêà ýêñïëóàòàöèè äîëæíû ïðîèçâîäèòüñÿ 
ïåðèîäè÷åñêèå îñìîòðû óçëà êðåïëåíèÿ â öåëÿõ âûÿâëåíèÿ ïîâðåæäåíèé.
Ïðè âûõîäå èç ñòðîÿ, èçäåëèå çàìåíèòü.

Îñíîâíûå òåõíè÷åñêèå äàííûå ïðåäñòàâëåíû â òàáëèöå 1.

Ïðèìåð ìîíòàæà ïðåäñòàâëåíû íà ðèñóíêå 1.

– ïîñëå äîñòèæåíèÿ íåîáõîäèìîãî íàòÿæåíèÿ, ñîãíóòü ëåíòó 
áàíäàæíóþ âîêðóã ñêðåïû/áóãåëü â ïðîòèâîïîëîæíóþ îò íàòÿæåíèÿ ñòîðîíó 
è îòðåçàòü ëèøíþþ ÷àñòü.

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

– âñòàâèòü ëåíòó áàíäàæíóþ â èíñòðóìåíò ÈÍÑË-1 è íàòÿíóòü, âðàùàÿ 
ðóêîÿòêó;
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ÒÈÏÀ ÊËÑ-1 201/304, 
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ÒÈÏÀ ÊËÁ-1 201/304

RU



2

Ïðè ìîíòàæå è ýêñïëóàòàöèè íåîáõîäèìî ñîáëþäàòü òðåáîâàíèÿ 
áåçîïàñíîñòè è îõðàíû òðóäà ïðè ïðîâåäåíèè ñòðîèòåëüíûõ è ýëåêòðî-
ìîíòàæíûõ ðàáîò.

Âñå ðàáîòû ñ êîìïëåêòîì ïðîèçâîäèòü ñ èñïîëüçîâàíèåì ðó÷íîãî 
èíñòðóìåíòà, â çàùèòíûõ ïåð÷àòêàõ èëè ðóêàâèöàõ.

Ìåðû áåçîïàñíîñòè

– fixing aluminum or PVC profiles, designed for mechanical protection of 
cables and wires laid along the poles;

– insert the stainless steel strap into the ÈÍÑË-1 tool and tension it by 
turning the handle;

– fixing plastic fixtures (bases) designed to fix cables and wires on poles or 
partitions;

Procedure for installing the set:

– fastening of anchor brackets and suspension clamps to power line poles 
with voltage up to 1 kV;

Fixing set stainless steel strap/bracket ÊËÑ-1 201/304, fixing set stainless 
steel strap/banding buckle ÊËÁ-1 201/304 of IEK trademark (hereinafter – the 
set) is designed for:

The main technical data are shown in table 1.

Installation and operation rules

– fastening and installation of other objects, where it is necessary to ensure 
the strength and durability of the attachment.

Basic product data

– fastening of PVC tubes, designed for mechanical protection of wire ends;

Technical data

FIXING SET STAINLESS STEEL STRAP/BRACKET 
ÊËÑ-1 201/304, 
FIXING SET STAINLESS STEEL STRAP/BANDING BUCKLE 
ÊËÁ-1 201/304
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All works with set should be carried out using hand tools with protective 
gloves or gauntlets.

– after reaching the required tension, bend the stainless steel strap around 
the bracket/ banding buckle to the opposite side from the tension and cut off the 
excess part.

The set is intended to be used once. Repeated
ATTENTION

Periodic inspections of the attachment point should be performed during its 
entire service life in order to detect damage.

If it fails, replace the product.
A sample of the installation is shown in figure 1.

Safety precautions
During installation and operation, it is necessary to observe the safety and 

labor protection requirements for construction and electrical installation works. 

use in the attachment point of the fitting is not permissible. 

Òàáëèöà 1 / Table 1

Íàèìåíîâàíèå ïàðàìåòðà / Parameter denomination Çíà÷åíèå äëÿ êîìïëåêòà òèïà / Value for set of 
following type

ÊËÑ-1 304 ÊËÑ-1 201 ÊËÁ-1 304 ÊËÁ-1 201

Ìàòåðèàë (ìàðêà ñòàëè) / Material (steel grade) AISI 304 AISI 201 AISI 304 AISI 201

Òåìïåðàòóðà ìîíòàæà è ýêñïëóàòàöèè / Mounting and operating 
temperature

 (–60 … +55) °Ñ

Òîëùèíà ìåòàëëà, ìì / Metal 
thickness, mm

Ñêðåï / Brackets 1,2 –

Áóãåëåé / Banding buckles – 1,5

Ðàçðóøàþùàÿ íàãðóçêà, êÍ, 
íå ìåíåå / Destruction load, kN, min

Ñêðåï / Brackets 15 –

Áóãåëåé / Banding buckles – 17

Ïðåäåë ïðî÷íîñòè ëåíòû íà ðàçðûâ, ÌÏà / Tensile strength 
rupture limit of stainless steel strap, MPa

520

Êîëè÷åñòâî â óïàêîâêå ëåíòû, ì / Quantity of stainless steel 
strap in a package, m

1

Êîëè÷åñòâî â óïàêîâêå ñêðåï/áóãåëåé, øò. / Quantity of brackets 
/ banding buckles in package, pcs

1

Ðåìîíòîïðèãîäíîñòü / Repairability  íåðåìîíòîïðèãîäíà / non-repairable

  îò ìèíóñ 60 °Ñ äî ïëþñ 55 °Ñ è îòíîñèòåëüíîé 
âëàæíîñòè 75 %, äîïóñêàåòñÿ õðàíåíèå ïðè 
îòíîñèòåëüíîé âëàæíîñòè äî 95 % / 
from minus 60 °Ñ to plus 55 °C and 75 % relative 
humidity, allowed to store at up to 95 % relative 
humidity
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Íàèìåíîâàíèå ïàðàìåòðà / Parameter denomination Çíà÷åíèå äëÿ êîìïëåêòà òèïà / Value for set of 
following type

ÊËÑ-1 304 ÊËÑ-1 201 ÊËÁ-1 304 ÊËÁ-1 201

Óòèëèçàöèÿ / Disposal â ñîîòâåòñòâèè ñ çàêîíîäàòåëüñòâîì íà 
òåððèòîðèè ðåàëèçàöèè / in accordance with the 
legislation in the territory of sale

Ãàðàíòèéíûé ñðîê, ëåò / Warranty period, years 5

Ñðîê ñëóæáû, ëåò, íå ìåíåå / Service life, years, min. 40

Ïðîäîëæåíèå òàáëèöû1 / Continuation of table 1

Ðèñóíîê / Figure 1

Îïîðà / 
Support

Ñêðåïû /
brackets

Ëåíòà áàíäàæíàÿ /
stainless steel strap

Çàæèì àíêåðíûé /
anchor clamp

Êðîíøòåéí /
bracket

Èçäàíèå / Version 1
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