
ÄÞÁÅËÜ-ÕÎÌÓÒ

ÇÀÏÐÅÙÀÅÒÑß

Ïðè îáíàðóæåíèè íåèñïðàâíîñòè èçäåëèå ñëåäóåò óòèëèçèðîâàòü. 

Èñïîëüçîâàòü èçäåëèå íå ïî ïðÿìîìó íàçíà÷åíèþ. Îñòàâëÿòü 
èçäåëèÿ â ìåñòàõ, äîñòóïíûõ äåòÿì è æèâîòíûì.

Äþáåëü-õîìóò òîâàðíîãî çíàêà IEK (äàëåå – õîìóò) ïðåäíàçíà÷åí 
äëÿ ôèêñàöèè ïðîâîäîâ, êàáåëåé è òðóá íà íåñóùèõ ñòðîèòåëüíûõ 

Õîìóò ïðåäíàçíà÷åí äëÿ îäíîêðàòíîãî ïðèìåíåíèÿ.
Õîìóò äîïóñêàåòñÿ êðåïèòü ê êîíñòðóêöèÿì èç: áåòîíà, êèðïè÷à, 

ïåíîáëîêà, ïðèðîäíîãî êàìíÿ.

Òåõíè÷åñêèå äàííûå õîìóòà ïðåäñòàâëåíû â òàáëèöå 1.
Òåõíè÷åñêèå äàííûå 

êîíñòðóêöèÿõ, ðàáîòàþùèõ â ñòàòè÷åñêîì ñîñòîÿíèè.

Íå ïîäâåðãàòü óäàðíûì íàãðóçêàì, íàïðàâëåííûì âäîëü ïîâåðõíîñòè 
íåñóùåé ñòðîèòåëüíîé êîíñòðóêöèè, â êîòîðîé çàêðåïë¸í äþáåëü-õîìóò. 

3) Âñòàâèòü õîìóò ñ êàáåëåì äî óïîðà â îòâåðñòèå.

Èíäèâèäóàëüíóþ óïàêîâêó âñêðûâàòü íåïîñðåäñòâåííî ïåðåä 
ïðèìåíåíèåì èçäåëèé.

Ïðè îáíàðóæåíèè íåèñïðàâíîñòè èçäåëèÿ âî âðåìÿ ãàðàíòèéíîãî ñðîêà 
íåîáõîäèìî îáðàòèòüñÿ â îðãàíèçàöèþ, ãäå áûëî ïðèîáðåòåíî èçäåëèå. 

2) Î÷èñòèòü îòâåðñòèå îò ãðÿçè è ïûëè, âëîæèòü ïðîâîä/êàáåëü â ïåòëþ.

1) Ïðîñâåðëèòü îòâåðñòèå â ñòåíå, ãëóáèíà âûáèðàåòñÿ â ñîîòâåòñòâèè 
ñ äëèíîé âûáðàííîãî õîìóòà.

Ïðàâèëà ìîíòàæà
Ìîíòàæ õîìóòà ñëåäóåò ïðîèçâîäèòü ñîãëàñíî ðèñóíêó 4.

Êîìïëåêò ïîñòàâêè õîìóòà ïðèâåäåí â òàáëèöå 2.

Ìåðû áåçîïàñíîñòè

Êîìïëåêòíîñòü

Ãàáàðèòíûå è óñòàíîâî÷íûå ðàçìåðû õîìóòà ïðèâåäåíû íà ðèñóíêàõ 
1, 2 è 3.
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The delivery set of clamp is presented in the table 2.

If a malfunction is detected, the product should be disposed of. 

building structures operating in a static state.

IT IS FORBIDDEN

The clamp can be attached to structures made of: concrete, brick, foamed 
concrete block, natural stone.

Mounting of the clamp should be carried out according to the figure 4.

Dowel clamp of IEK trademark (hereinafter referred to as – clamp) 
is designed for fixing wires, cables and pipes on load-bearing 

Technical data

Completeness of set 

Safety measures

If a product malfunction is detected during the warranty period, contact the 
organization where the product was purchased.

Technical data of the clamp are shown in the table 1.
Overall and mounting dimensions of clamp are given in figures 1, 2 and 3.

The clamp is intended for single use.

Use the product for purposes other than its intended use. 

Do not subject to shock loads directed along the surface of the supporting 
building structure in which the dowel clamp is fixed.

Open individual package just before using the products.

Installation rules

To leave products in places accessible to children and animals.

1) Drill a hole in the wall, the depth is selected according to the length of the 
selected clamp.

2) Clean the hole from dirt and dust. Insert the wire/cable into the loop.
3) Insert the clamp with cable into the hole as far as it will go.

EN
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Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter 
denomination

Çíà÷åíèå äëÿ õîìóòà òèïà / Value for clamp type

5ґ8 5ґ10 6ґ12 6ґ14 5–10 11–18 19–25 Ò-îáð. 
4–12

Äèàïàçîí äèàìåòðîâ çàêðåïëÿåìûõ ïó÷êîâ 
êàáåëåé / Range of diameters of fixed cable 
bundles, mm

5ґ8* 5ґ10* 6ґ12* 6ґ14* 5–10 11–18 19–25 4–12

Äèàìåòð óñòàíîâî÷íîãî îòâåðñòèÿ / Diameter 
of the mounting hole, mm

6 5,8–6,2 6

Ìàòåðèàë õîìóòà / Clamp material Ïîëèàìèä / Polyamide 6.6

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating 
temperature, °Ñ

–45 … +85

Òåìïåðàòóðà ìîíòàæà / Mounting 
temperature, °Ñ

–10 … +40

Ðàáî÷àÿ íàãðóçêà / 
Operating load, N

Ïðè óñòàíîâêå â ñòåíó / 
When installing in the wall

і 98

Ïðè óñòàíîâêå â 
ïîòîëîê / When installing 
in the ceiling

і 78

Öâåò / Color ×åðíûé / Black (RAL 9005)
Áåëûé / White (RAL 9003)

Ñòîéêîñòü ê óëüòðàôèîëåòîâîìó èçëó÷åíèþ / 
Resistance to UV radiation ×åðíûé – äà / Black – yes

Áåëûé – íåò / White – no

Ðåìîíòîïðèãîäíîñòü / Repairability Íåðåìîíòîïðèãîäåí / Non repairable

Òðàíñïîðòèðîâàíèå / Transportation Â óïàêîâêå èçãîòîâèòåëÿ, ëþáûì âèäîì êðûòîãî òðàíñïîðòà, 
ïðåäîõðàíÿþùèì èçäåëèå îò ãðÿçè, âëàãè, ïðÿìûõ ñîëíå÷íûõ ëó÷åé 
è óäàðíûõ íàãðóçîê / In the manufacturer's package, by any type of 
covered transport that protects the product from dirt, moisture, direct 
sunlight and shock loads

Òåìïåðàòóðà òðàíñïîðòèðîâàíèÿ/õðàíåíèÿ / 
Transportation/storage temperature, °Ñ

–45 … +85

Õðàíåíèå / Storage Â óïàêîâêå èçãîòîâèòåëÿ, â ïîìåùåíèè ñ åñòåñòâåííîé âåíòèëÿöèåé 
âîçäóõà, èñêëþ÷àÿ ïîïàäàíèå íà èçäåëèå ïðÿìûõ ñîëíå÷íûõ ëó÷åé / 
In the manufacturer's package, in a room with natural ventilation, 
avoiding contact of the product with direct sunlight

Óòèëèçàöèÿ / Disposal Â ñîîòâåòñòâèè ñ òðåáîâàíèÿìè çàêîíîäàòåëüñòâ íà òåððèòîðèè 
ðåàëèçàöèè / In accordance with the legislation in the territory of sale

Ãàðàíòèÿ (ñî äíÿ ïðîäàæè), ëåò / Warranty 
(from the date of sale), years**

10

Ñðîê ñëóæáû, ëåò, íå ìåíåå / Service life, 
years, minimum***

25

*** Ñî äíÿ ââîäà â ýêñïëóàòàöèþ. / From the date of commissioning.

* Äëèííà è øèðèíà îòâåðñòèÿ äëÿ êàáåëÿ, ñìîòðè ðèñóíîê 2. / Length and width of the cable opening see figure 2.
** Ãàðàíòèÿ ñîõðàíÿåòñÿ ïðè ñîáëþäåíèè ïîêóïàòåëåì óñëîâèé òðàíñïîðòèðîâàíèÿ, õðàíåíèÿ, ìîíòàæà 

è ýêñïëóàòàöèè. / Warranty remains if operating, transportation, storage and installation rules are complied with.
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Òàáëèöà / Table 2

Àðòèêóë / Order code Êîëè÷åñòâî â èíäèâèäóàëüíîé óïàêîâêå, øò. / Quantity in individual package, pcs. 

UHH35-11-18-100 100

UHH36-11-18-100 100

UHH35-19-25-100 100

UHH36-19-25-100 100

UHH35-5-10-100 100

UHH36-5-10-100 100

UDH11-04-12-100-K01 100

UDH11-04-12-100-K02 100

UDH11-04-12-025-K01 25

UDH11-04-12-025-K02 25

UHH35-5-8-100 100

UHH36-5-8-100 100

UDH13-05-10-025-K01 25

UDH13-05-10-025-K02 25

UDH13-11-18-025-K01 25

UDH13-11-18-025-K02 25

UDH13-19-25-025-K01 25

UDH13-19-25-025-K02 25

UDH14-05-08-025-K01 25

UDH14-05-08-025-K02 25

UDH14-05-10-100-K01 100

UDH14-05-10-100-K02 100

UDH14-05-10-025-K01 25

UDH14-05-10-025-K02 25

UDH14-06-12-100-K01 100

UDH14-06-12-100-K02 100

UDH14-06-12-025-K01 25

UDH14-06-12-025-K02 25

UDH14-06-14-100-K01 100

UDH14-06-14-100-K02 100

UDH14-06-14-025-K01 25

UDH14-06-14-025-K02 25
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Ðèñóíîê 1 – Ãàáàðèòíûå ðàçìåðû õîìóòà / Figure 1 – Overall dimensions of the clamp 
(5–10 ё 19–25 mm)

Ðèñóíîê 2 – Ãàáàðèòíûå ðàçìåðû õîìóòà äëÿ ïëîñêîãî êàáåëÿ / Figure 2 – Overall dimensions 
of the clamp for ribbon cable

Íàèìåíîâàíèå / Denomination ЖD, mm L, mm

min max

Äþáåëü-õîìóò 5–10 ìì íåéëîí áåëûé/÷åðíûé / 
Dowel clamp 5–10 mm nylon white/black

5 10 45

Äþáåëü-õîìóò 11–18 ìì íåéëîí áåëûé/÷åðíûé / 
Dowel clamp 11–18 mm nylon white/black

11 18 54

Äþáåëü-õîìóò 19–25 ìì íåéëîí áåëûé/÷åðíûé / 
Dowel clamp 19–25 mm nylon white/black

19 25 62

a

b

L1

L2

Íàèìåíîâàíèå / Denomination Ðàçìåðû / Dimension, mm

a±0,2 b±0,2 L2±0,5 L1±0,5

Äþáåëü-õîìóò 5ґ8 ìì ïëîñê. êàá. íåéë. áåëûé/÷åðíûé / 
Dowel clamp 5ґ8 mm ribbon cab nyl. white/black

5 8 36 45

Äþáåëü-õîìóò 5ґ10 ìì ïëîñê. êàá. íåéë. áåëûé/÷åðíûé / 
Dowel clamp 5ґ10 mm ribbon cab nyl. white/black

6 10,5 31 42

Äþáåëü-õîìóò 6ґ12 ìì ïëîñê. êàá. íåéë. áåëûé/÷åðíûé / 
Dowel clamp 6ґ12 mm ribbon cab nyl. white/black

6,1 12,5 31 42

Äþáåëü-õîìóò 6ґ14 ìì ïëîñê. êàá. íåéë. áåëûé/÷åðíûé / 
Dowel clamp 6ґ14 mm ribbon cab nyl. white/black

6,2 18,2 31 42
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Ðèñóíîê 3 – Ãàáàðèòíûå ðàçìåðû õîìóòà Ò-îáð. / Figure 3 – Overall dimensions of the clamp 
Ò-shaped 4–12 mm

Ðèñóíîê 4 – Ïîðÿäîê ìîíòàæà / Figure 4 – Installation procedure
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