
1

Ïëîùàäêà äëÿ çàäåëêè ìîäóëåé òîâàðíîãî çíàêà ITK (äàëåå – ïëîùàäêà) 
ïðåäíàçíà÷åíà äëÿ êîìôîðòíîé, áûñòðîé è êà÷åñòâåííîé çàäåëêè ìîäóëåé 
Keystone Jack.

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè

Òåõíè÷åñêèå äàííûå
Îñíîâíûå òåõíè÷åñêèå äàííûå ïëîùàäêè ïðèâåäåíû â òàáëèöå 1.
Ñòðóêòóðà óñëîâíîãî îáîçíà÷åíèÿ àðòèêóëà ïëîùàäêè: TL-8080102,

ãäå TL - ïëîùàäêè äëÿ çàäåëêè ìîäóëåé;
8080102 - íîìåð ìîäåëè ïëîùàäêè.
Âíåøíèé âèä è ãàáàðèòíûå ðàçìåðû ïëîùàäêè óêàçàíû íà ðèñóíêå 1.  

Òðàíñïîðòèðîâàíèå, õðàíåíèå è óòèëèçàöèÿ

Ðàáîòàòü íåèñïðàâíûì èçäåëèåì.

ÇÀÏÐÅÙÀÅÒÑß

Îáðåæüòå è çà÷èñòèòå êàáåëü äëÿ ïîäãîòîâêè ê òåðìèíèðîâàíèþ â 
ìîäóëü.

Èíñòðóìåíòîì äëÿ çàäåëêè òåðìèíèðóéòå æèëû êàáåëÿ â ìîäóëü.
Âûíüòå ìîäóëü ñ êàáåëåì èç ïëîùàäêè.

Êîìïëåêò ïîñòàâêè èçäåëèÿ ïðåäñòàâëåí â òàáëèöå 2.

Èñïîëüçîâàòü ïëîùàäêó íå ïî íàçíà÷åíèþ (â êà÷åñòâå ðû÷àãà, 
óäàðíîãî èíñòðóìåíòà è ò.ï.).

Âñòàâüòå ìîäóëü â ðàçúåì ïëîùàäêè.

Ðàñïîëîæèòå ïëîùàäêó íà ðîâíîé è òâ¸ðäîé ãîðèçîíòàëüíîé 
ïîâåðõíîñòè.

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

Êîìïëåêòíîñòü

Ïåðåä íà÷àëîì ðàáîòû íåîáõîäèìî âíèìàòåëüíî îñìîòðåòü ïëîùàäêó è 
óáåäèòüñÿ â îòñóòñòâèè òðåùèí, äåôîðìàöèè, âìÿòèí íà êîðïóñå è ðàçúåìå.

Ïëîùàäêà ÿâëÿåòñÿ çàêîí÷åííûì èçäåëèåì è ðåìîíòó íå ïîäëåæèò. Ïðè 
âûõîäå èç ñòðîÿ èçäåëèå íåîáõîäèìî óòèëèçèðîâàòü.

Òðàíñïîðòèðîâàíèå ïëîùàäêè äîïóñêàåòñÿ ëþáûì âèäîì êðûòîãî 
òðàíñïîðòà â óïàêîâêå èçãîòîâèòåëÿ, îáåñïå÷èâàþùåé ïðåäîõðàíåíèå îò 
ìåõàíè÷åñêèõ ïîâðåæäåíèé ïðè òåìïåðàòóðå îò ìèíóñ 30 °C äî ïëþñ 70 °C.
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Ñðîê ñëóæáû è ãàðàíòèè èçãîòîâèòåëÿ
Ãàðàíòèéíûé ñðîê ýêñïëóàòàöèè ïëîùàäêè – 1 ãîä ñî äíÿ ïðîäàæè ïðè 

óñëîâèè ñîáëþäåíèÿ ïîòðåáèòåëåì ïðàâèë ýêñïëóàòàöèè, 
òðàíñïîðòèðîâàíèÿ, õðàíåíèÿ.

Óòèëèçàöèÿ ïëîùàäêè ïðîèçâîäèòñÿ ïóò¸ì ïåðåäà÷è â 
ñïåöèàëèçèðîâàííûå îðãàíèçàöèè ïî ïðè¸ìêå è ïåðåðàáîòêå âòîðñûðüÿ. 

 Ñðîê ñëóæáû èíñòðóìåíòà íå ìåíåå 15 ëåò.

Õðàíåíèå ïëîùàäêè îñóùåñòâëÿåòñÿ â óïàêîâêå èçãîòîâèòåëÿ â 
ïîìåùåíèÿõ ñ åñòåñòâåííîé âåíòèëÿöèåé ïðè îòíîñèòåëüíîé âëàæíîñòè 
âîçäóõà ìåíåå 85 % è òåìïåðàòóðå îò ìèíóñ 30 °C äî ïëþñ 70 °C.
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where: TL means pads for modules terminating;
      8080102 is the pad model number.

Using the pad for other purposes (as a lever, percussion

The main technical data of the pad are given in the table 1.

The scope of delivery of the product is shown in the table 2.

The module terminating pad of the ITK trademark (hereinafter referred to as 
the pad) is designed for comfortable, fast and high-quality terminating of 
Keystone Jack modules.

Technical data

The structure of the pad order code symbol: TL-8080102,

Basic information on the product

The appearance and overall dimensions of the pad are shown in the figure 1.

Complete of set

Installation and operation rules
FORBIDDEN

 instrument, etc.).
Working with a faulty product.

Place the pad on a flat and firm horizontal surface.
Cut and strip the cable to prepare for termination into the module.

Before starting work, carefully inspect the tool and make sure that there are 
no cracks, deformations, dents on the enclosure and the coupler.

EN            MODULE TERMINATING PAD         
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Transportation, storage and disposal

Insert the module into the pad coupler.
With the terminating tool terminate the cores into the module.
Remove the module with the cable from the pad.
The pad is a finished product and cannot be repaired. In case of failure, the 

product must be disposed of.

Transportation of the pad is allowed by any type of covered transport in the 
manufacturer's package which provides protection from mechanical damage at 
temperatures from minus 30 °C to plus 70 °C.

The storage of the pad is to be carried out in the manufacturer's package in 
rooms with natural ventilation at a relative humidity of less than 85 % and a 
temperature from minus 30 °C to plus 70 °C.

The disposal of the pad is to be carried out by transferring it to specialized 
organizations for the acceptance and processing of recyclables. 

Service life and manufacturer's warranty
The warranty period of the tool is 1 year from the date of sale, provided that 

the consumer complies with the rules of operation, transportation, storage.
The service life of the tool is at least 15 years.



Òàáëèöà 1 – Òåõíè÷åñêèå äàííûå / Table 1 - Technical data

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Ðàáî÷åå ïîëîæåíèå / Working position Ãîðèçîíòàëüíîå / Horizontal

Òåìïåðàòóðà ýêñïëóàòàöèè / Operating temperature (0 … +60) °Ñ

Ìàòåðèàë êîðïóñà / Enclosure material ÀÁÑ ïëàñòèê / ABS plastic

Öâåò êîðïóñà / Eclosure color ×åðíûé / Black
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Òàáëèöà 2 – Êîìïëåêò ïîñòàâêè / Table 2 - The scope of delivery

Íàèìåíîâàíèå / Denomination Êîëè÷åñòâî, øò. (ýêç.) / Quantity, pcs (ex.)

Ïëîùàäêà äëÿ çàäåëêè / Terminating pad 1

Ðèñóíîê 1 – Ãàáàðèòíûå ðàçìåðû ïëîùàäêè / Figure 1 - Overall dimensions of the pad
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